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EXECUTIVE SUMMARY

Thisreport outlines the Energy Systems Laboratory’ s responsibilities in Senate Bill 5, accomplishmentsto
date, recommendations to the TERP Advisory Group, and problems encountered to date and what is needed
to fulfill the Laboratory’s responsibilities. A section of thisreport also discusses the technology of
reporting and verifying emissions reductions from the energy used in buildings, and presents an overview
of the technologies for reducing energy use in buildings.

1.1  Energy SystemsLaboratory’s Responsibilitiesfor Senate Bill 5.

Texas Senate Bill 5 has outlined the following responsihilities for the Energy Systems Laboratory:

0 Section 386.205 - Evaluation Of State Energy Efficiency Programs.

0 Sec. 388.003. Adoption Of Building Energy Efficiency Performance Standards.

0 Sec. 388.004. Enforcement Of Energy Standards Outside Of Municipality.

0 Sec. 388.007. Distribution Of Information And Technical Assistance.

0 Sec. 388.008. Development Of Home Energy Ratings.
This report outlines the tasks that have been accomplished by the L aboratory since September 1%, 2001, and
discusses recommendations, and problems encountered.

1.2 Accomplishments

Since September 2001, the Energy Systems Laboratory has been able to accomplished the following:
0 Laboratory’s Senate Bill 5 Web Site operational

Created Senate Bill 5 Stakeholders Group

Builder’ s Guide (Version 003) published

Sdf-Certification Form (Version 1.3) published

R-6 versus R-8 Flexible Duct Issue resolved

Created |ECC/IRC code-traceable simulation test suite

I mplementation Date support to Senator Brown

Provide Training Sessions

Responding to about 40 to 60 calls per week

Submitted code amendment review for NCTCOG

Requested by NCTCOG to approve Energy Star as above code

Requested by EPA to approve Energy Star as above code

Requested by Florida Solar Energy Center to approve EnergyGauge USA as above code

Requested by EPA to approve Energy Star as above code for Texas

Working toward a standard DOE-2 input file for code compliance testing

Delivered Senate Bill 5 Sessions at Hot and Humid Conference

Delivered ‘Building Energy Codes and Technologies™ at the TCET Symposium for Reducing

Emissionsin Texas, May 21, 2002, Houston, Texas
o Development of an analysis plan to report energy reductions and link to emissions reductions

Thisreport discusses each of these accomplishments, and how they are relevant to Senate Bill 5.

OO0 000000000000 O0OO0

1.3  Recommendations

The Energy Systems Laboratory recommends the following measures to improve the effectiveness of
SenateBill 5:

Refinement of the analysis method for reporting emissions reductions.

Identification of health issues associated with improved energy use.

Development of “ Showcase houses on wheels”.

Focus on hard-to-reach areas

Study the impact of improving the efficiency of manufactured housing

Study the impact of including appliance efficiency standards.

OO0 o0oOO0Oo
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o0 Capture and document the energy savingsin Texas LoanSTAR and Rebuild America programs
currently in place.

1.4  Technology of Reporting and Verifying Emissions Reductions From Energy Used in Buildings

141  Proceduresfor Calculating Electricity Reductions

Residential Buildings. The proposed methodology to accomplish this for residential buildingsis composed
of several procedures that will calculate and verify savings using several different sources of information.
These proceduresinclude:

0 Thecalculation of electricity savings and peak demand reductions from the implementation of the
IECC 2001 in new residences in non-attainment and affected counties as compared against 1999
housing characteristics (IECC 2001 residential emissions reductions) using calibrated simulation.

0 A cross-check of the calculated energy use against the published average energy use found in the
USDOFE' s Residential Energy Characteristics Survey (RECS 1999)

0 A cross-check of electricity savingsusing autility bill analysis method.

0 A cross-check of construction data using on-site visits.

Commercial Buildings. The proposed methodology to accomplish thisfor commercial buildingsisalso
composed of several procedures that will calculate and verify savings using several different sources of
information. These procedures include;
0 Thecalculation of electricity savings and peak demand reductions from the implementation of the
IECC 2001 in commercial buildingsin non-attainment and affected counties as compared against
1999 commercia building characteristics (IECC 2001 commercial emissions reductions) using
calibrated simulation.
0 A cross-check of the calculated energy use against the published average energy use found in the
USDOE's Commerical Building Energy Characteristics Survey (CBECS 1995)
0 A cross-check of electricity savingsusing autility bill analysis method.
0 A cross-check of construction data using on-site visits.

Renewables Applied to Buildings. The application of renewable energy systemsin buildings are also
addressed by the 2000 IECC/IRC. To account for the energy savings from these activities, procedures
similar to new construction will be applied.

1.4.2  Proceduresfor Calculating Ozone Reductions.

In this report two types of calculation procedures are discussed in thisreport in regards to the estimation of
emissions reductions from buildings: data requirements for the calculation of annual NOXx reductions, and
data requirements for hourly ozone modeling. The first procedure requires annual, countywide kWh
reductions and peak kW reductions. The second procedure requires data and cal culations from several state
agencies, university labs and private entities. The procedure begins with simulated, hourly, county-wide
electricity savings from the implementation of the IECC/IRC to residential, commercial and industrial
facilities, followed by the calculation of the electrical power production at the power plant using the
appropriate grid model. The hourly, plant-specific power generation is then linked to hourly, TNRCC-
measured pollutants for each plant to obtain the hourly, NOx, VOC and other pollutants associated with the
power production at the time of the simulation. These hourly NOx and VOC are then merged together with
other sources of NOx and VOC and fed into an hourly photochemical model along with the prevailing
weather conditionsto allow for the calculation of the ozone pollution (i.e., Ozone day or August-September
2000 Episode day) to determine the reduction in ozone. Although this description is overly-simplified, four
groups mu st work closely together to accomplish thistask. These are the Laboratory, TNRCC, ERCOT

and the UT Atmospheric Sciences Group. This group can put asolid, defensible set of ozone reductions
forward to the US EPA. Additional groups may need to be added to this core group to assure all building-
related savings are accounted for in the modeling, including: SECO, PUC, SERC, SPP and WSCC. The

June 2002 Energy Systems Laboratory, Texas A&M University
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legislature could address how to allow these data to be acquired as truly needed. Deregulation of the
electric utilitiesis also complicating the acquisition of needed data.

1.5 Technology of Reducing Energy Used in Buildings

Adoption of the 2000 IECC/IRC has alowed the state of Texas to define the minimum energy performance
for new buildings and for existing buildings that are remodeled. In this report technologies are briefly
reviewed that can have a substantial impact on delivering above-code building performance for residential,
commercia and industrial buildingsin Texas Buildings. In general for residential buildings, the 2000
IECC/IRC provides prescriptive measures for each climate zonein Chapters 5 and 6 to assure that new
construction meets a minimum, predictable energy use. A residential performance path isprovided in
Chapter 4. Commercial buildings are addressed by minimum prescriptive measures in Chapter 8 of the
2000 IECC/IRC, or by minimum performance measures using ASHRAE Standard 90.1 1999, which is
referenced by Chapter 7.

Technologies for reducing energy usein buildingsis reviewed in this report, including the following
technologies:
0 Building Envelope.
Appliances
Heating/Cooling Systems
Low NOx Technologies for Building Systems
Industrial
Other: Restaurants and Grocery Stores
Renewables
Thermal comfort and Indoor Air Quality

O OO0 0O O0OO0Oo

1.6 Problems and Needs

16.1  Industry concerns

The key roadblock has been the lack of funding. Thisripplesthrough all activities and creates situations
where the Laboratory hasto focus only on emergencies. In general, the cooperation and enthusiasm of all
parties (including the builders/builder groups, manufacturers, public interest groups and other agencies) has
been very understanding and supportive. Thislack of adequate funding has seriously slowed the
Laboratory’ s progress in making the code adaptation a smooth processin Texas.

Cost and health impacts from the adoption of the codes have also arisen asamajor issue. Cost impact
needs to be studied and documented. Likewise, builders and homeowners are concerned about the health
issues of tight buildings. The Laboratory needsto demonstrate and make these methods available to Texas
builders.

16.2 Technology concerns

The Laboratory hasinitiated meetings with ERCOT, and the CEER at the University of Texasto identify

the technology needed to accurately measure, model and predict ozone reductions from implementation of
Senate Bill 5. To accomplish this, four groups must work closely together. These are the Laboratory,
TNRCC, ERCOT and the UT Atmospheric Sciences Group. This group can put asolid, defensible set of
ozone reductions forward to the US EPA. Additional groups may need to be added to this core group to
assure all savings are accounted for in the modeling, including: SECO, PUC, TxDOT, SERC, SPP and
WSCC. Thelegislature could address how to allow these data to be acquired as truly needed. Deregulation
of the electric utilitiesis also complicating the acquisition of needed data.
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2 Introduction

2.1  Background

Thirty-eight countiesin Texas have been designated by the EPA as either non-attainment or affected areas.
These areas are shown on the map in Figure 1, as non-attainment (dark-shaded), and affected (shaded). The
sixteen counties designated as non-attainment counties include: Brazoria, Chambers, Collin, Dallas,

Denton, El Paso, Fort Bend, Hardin, Harris, Jefferson, Galveston, Liberty, Montgomery, Orange, Tarrant,
and Waller counties. The twenty-two counties designated as affected countiesinclude: Bastrop, Bexar,
Caldwell, Comal, Ellis, Gregg, Guadalupe, Harrison, Hays, Johnson, Kaufman, Nueces, Parker, Rockwall,
Rusk, San Patricio, Smith, Travis, Upshur, Victoria, Williamson, and Wilson County.

These counties represent different areas of the state that have been categorized into the different climate
zones by the 2001 IECC! as shown in Figure 2, namely, climate zone 5 or 6 (i.e., 2,000 t0 2,999 HDDgs) for
the Dallas-Ft. Worth and El Paso areas, and climate zones 3 and 4 (i.e., 1,000 to 1,999 HDDgs) for the
Houston-Gal veston-Beaumont-Port A uthor-Brazoria area. Also shown on Figure 2 are the locationsof the
various weather data sources, including the seventeen Typical Meteorological Year (TMY 2) (NREL 1995),
and four Weather Y ear for Energy Calculations (WY EC2) (Stoffel 1995) weather stations, aswell asthe
forty-nine National Weather Service weather stations, (NWS) (NOAA 1993).

To no surprise, these thirty-eight counties represent some of the most populated countiesin the state, and
contained 13.9 million residentsin 1999, which represents 69.5% of the state’s 20.0 million total

population (U.S. Census 1999). As shown in Figure 3, three of these counties (i.e., Harris, Dallas, and
Tarrant), are non-attainment counties. The fourth county, Bexar county, is classified as an affected county.
These four countiescontain 8.0 million residents, or 40.0% of the state’ s total population. In the rankings of
the remaining countiesit is clear to see that the most populated counties al so represent the majority of the
non-attainment regions.

In Figure 4thetotal housing unitstrendsin the non-attainment and affected counties is shown to closely
follow the county populations, with Harris, Dallas, Tarrant, and Bexar counties containing 3.2 million
housing units, or 40.0% of the state' s total 8.0 million households (U.S. Census 1999). However, in Figure
5the 1999 residential building permit activity differs from the population and total housing unit trends,
with the most activity occurred in Harris county (25,862 units), followed by significantly less construction
in the five counties in the 10,000 to 15,000 unit range, including Dallas, Travis, Bexar, Collin and Tarrant
counties. These six counties represented 88,833 housing starts, or 71% of the total 125,100 residential
building permitsin the 38 counties classified as non-attainment or affected by the EPA.

Also of interest in Figure 5isthe significant number of new multi-family unitsin the counties with the
largest number of building permits. In the six largest counties (i.e., Harris, Dallas, Travis, Bexar, Collin and
Tarrant) there were 34,038 new multi-family units, or 38% of the 88,833 housing starts in these counties.
The map in Figure 6 shows these fast growing areas to be primarily in four metropolitan areas: the Houston
area containing the fastest growing county (Harris county), the Dallas-Ft.Worth area containing four of the
six counties (Dallas, Collin, Tarrant, and Denton), Travis county in the Austin metropolitan area, and Bexar
county in the San Antonio area.

! The “2001 IECC” notation is used to signify the 2000 |ECC (IECC 2000) as modified by the 2001 Supplement (IECC 2001),
published by the ICC in March of 2001, as required by Senate Bill 5.
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Figure 2: Available NWS, TMY 2 and WY EC2 weather files compared to IECC weather zones for Texas.
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2.2 Energy Systems Laboratory’s Responsibilities for Senate Bill 5.

Texas Senate Bill 5 has outlined the following responsihilities for the Energy Systems Laboratory (ESL):
Sec. 386.205 - Evaluation Of State Energy Efficiency Programs.
Sec. 388.003. Adoption Of Building Energy Efficiency Performance Standards.
Sec. 388.004. Enforcement Of Energy Standards Outside Of Municipality.
Sec. 388.007. Distribution Of Information And Technical Assistance.

Sec. 388.008. Development Of Home Energy Ratings.

In the following sections each of these tasksis further described.
2.2.1  Section 386.205 - Evaluation Of State Energy Efficiency Programs.

In this section of Senate Bill 5, the Laboratory isinstructed to assist the Texas Public Utilities Commission
(PUC) and provide an annual report that quantifiesby county, the reductions of energy demand, peak |oads,
and associated emissions of air contaminants achieved from the programs implemented under this
subchapter and from those implemented under Section 39.905, Utilities Code (i.e., Senate Bill 7).

2.2.2  Sec.388.003. Adoption Of Building Energy Efficiency Performance Standards.

This section of Senate Bill 5 adopts the energy efficiency chapter of the 2000 International Residential
Code (IRC 2000) as an energy code for single family residential construction, and the 2000 International
Energy Conservation Code (IECC 2000, including the 2001 supplement) for al other residential,
commercial and industrial construction in the state. It requires that municipalities establish procedures for
administration and enforcement, and ensure that code-certified inspectors perform inspections.

Senate Bill 5 Providesthat local amendments, in non-attainment areas and affected counties, may not result
in less stringent energy efficiency requirements. The Laboratory isto review local anendments, if
requested, and submit annual report of savingsimpactsto TNRCC. The Laboratory is also authorized to
collect feesfor certain of itstasksin Secs. 388.004, 388.007 and 388.008.

2.2.3  Sec. 388.004. Enforcement Of Energy Standards Outside Of Municipality.

For construction outside of the local jurisdiction of amunicipality, Senate Bill 5 provides for a building to
comply if:
a) abuilding certified by anational, state, or local accredited energy efficiency program shall be
considered in compliance;

b) a building with inspections from private code-certified inspectors using the energy efficiency
chapter of the International Residential Code or International Energy Conservation Code shall be
considered in compliance; and

¢) abuilder who does not have access to either of the above methods for a building shall certify
compliance using aform provided by the Laboratory, enumerating the code-compliance features
of the building.

June 2002 Energy Systems Laboratory, Texas A&M University
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2.2.4  Sec. 388.007. Distribution Of Information And Technical Assistance.

In this section of Senate Bill 5, the Laboratory isrequired to make available to builders, designers,
engineers, and architects code implementation materials that explain the requirements of the International
Energy Conservation Code and the energy efficiency chapter of the International Residential Code. Senate
Bill 5 authorizesthe Laboratory to develop simplified materials to be designed for projectsin which a
design professional is not involved. It also a authorizes the Laboratory to provide local jurisdictions with
technical assistance concerning implementation and enforcement of the 2000 International Energy
Conservation Code and the energy efficiency chapter of the 2000 International Residential Code.

225  Sec.388.008. Development Of Home Energy Ratings.

Senate Bill 5 requires the Laboratory to develop a standardized report format to be used by providers of
home energy ratings (HERS). It requiresthe form to be designed to give potential buyersinformation on a
structure's energy performance, including certain equipment. Senate Bill 5 requires the Laboratory to
establish a public information program to inform homeowners, sellers, buyers, and others regarding home
energy ratings. It also requires the home energy ratings program to be implemented by September 1, 2002 .

3  ACCOMPLISHMENTS

Since September 2001, the Energy Systems Laboratory has been able to accomplished the following:

ESL’s Senate Bill 5 Web Site operational

Created Senate Bill 5 Stakeholders Group

Builder’ s Guide (Version 003) published

Sdf-Certification Form (Version 1.3) published

R-6 versus R-8 Flexible Duct Issue

Implementation Date

Provide Training Sessions

Responding to about 40 to 60 calls per week

Submitted code amendment review for NCTCOG

Requested by NCTCOG to approve Energy Star as above code

Requested by EPA to approve Energy Star as above code

Requested by Florida Solar Energy Center to approve EnergyGauge USA as above code
Request to approve AEC’ s REM Rate as above code

Working toward a standard DOE-2 input file for code compliance testing

Delivered Senate Bill 5 Sessions at Hot and Humid Conference

Delivered ‘Building Energy Codes and Technologies® at the TCET Symposium for Reducing
Emissionsin Texas, May 21, 2002, Houston, Texas

Development of an analysis plan to report energy reductions and link to emissions reductions

O 000000000 O0OOO0OOO0OO

o

3.1  Waeb Site operational: eslsh5.tamu.edu

The Laboratory has established a Senate Bill 5 web page (i.e., eslsb5.tamu.edu), where information is
provided to builders, code officials, and homeowners about Senate Bill 5, including: the Builder’s
prescriptive compliance form (B&W or color PDF), the Builder’ s self-certification form, the Laboratory’s
letter regarding the R8 flexible duct issue, information about the Laboratory’ s communications to the Texas
Legislature, news articles, and related contacts. Figure 7 illustrates the Laboratory’s Senate Bill 5 web

page.
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3.2  Created Senate Bill 5 Stakeholders Group

The Laboratory created a Senate Bill 5 Stakeholders Group consisting of manufacturers, public interest
groups, builders, utilities, and Federal, State and Local government agencies. These Stakeholders meetings
have provided the Laboratory with valuable input on how to best proceed with difficult issues that have had
to be addressed in thefirst year of Senate Bill 5. Additional information about the Senate Bill 5

Stakeholders Group can be found on the L aboratory’ s web page.

3.3 Builder's Guide (Version 003) published

The Laboratory has produced asimplified Builder’' s Guide that provides builders with three prescriptive
paths for each climate zonein Texas. Thisguideisavailable on the Laboratory’s web site for downloading
asaPDFfile (i.e., eslsh5.tamu.edu). Six thousand color copies of the Builder’s Guide have also been
printed and laminated to be distributed to buildersto code officials to help simplify the implementation of
the [ECC. An example copy of the Builder’s Guideis provided in the Appendix, Figure 29 and Figure 30.

3.4  Sdf-Certification Form (Version 1.3) published

The Laboratory has devel oped self-certification form for code compliance for residential buildingsin
unincorporated areas that is available for downloading as a PDF file at the Laboratory’ sweb site (i.e.,
eslsb5.tamu.edu). An example of the self-certification form has been provided in the Appendix, Figure 31
and Figure 32. Thistwo-page form provides asimplified check list for abuilder to use to self-certify that
they are compliant with the 2000 |ECC/IRC (including the 2001 Supplement).

3.5 R-6versusR-8 Flexible Duct Issue

In March of 2002 the Laboratory issued atechnical memo regarding the use of R-6 flexible duct insulation
instead of R-8 flexibleinsulation:

“The International Energy Conservation Code (IECC) of 2001 requires that R8 flexible duct be used in
place of lower R-rated insulated duct, when ducts are in unconditioned space. Although R6 duct iswidely
and economically available, R8 insulated flexible duct is not at thistime. Limited Supplies are available
from one manufacturer but not in the quantities needed to satisfy the requirements for homesin municipal
areas.

Chapter 11 of the International Residential Code (IRC) specifically allows R5 or higher in homes with up
to 15% window to wall area. The IECC requires R8 for above 15% window to wall area. Situations where
code inspectors have not allowed R6 duct in housing where the window to wall areais under 15% have
been reported, undoubtedly due to confusion and inadequate training.

Technically, R6 insulated flexible duct causes minimal decreasein efficiency except when used in
unconditioned attics. Use of R6 duct will result in afew percent loss of efficiency for the cooling system.
Improper installation of either R6 or R8 that causesleakage will result in amuch greater |oss of system
efficiency.”

This memo was the basis for the postponement of the use of R8 flexible duct (extended until February 1,
2003). A copy of Senator Brown'’sletter is provided in the Appendix in Figure 33, Figure 34 and Figure 35.
A copy of thisletter is also posted on the Laboratory’ s Senate Bill 5 web site.

3.6 Implementation Date

At thefirst Senate Bill 5 stakeholder’ s meeting, the Laboratory was asked to help resolve the issue
regarding the implementation date for compliance with Senate Bill 5. The Laboratory issued atechnical
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memo recommending a delay, in accordance with amemo regarding legislative intent from Senator Brown.
The Texas Attorney General then ruled that the start date was to be September 1%, 2001.

3.7  Provide Training Sessions

The Laboratory has provided (29) IECC/IRC code training workshops at the following locationsin Texas
(Supported under State Energy Program DOE funding through SECO):

*El Paso
*Austin (2) *Amarillo
*Bonham L aredo
*Galveston *Houston
sLongview +College Station (4)
L ubbock Kerrville
*McAllen *Beaumont
*San Antonio *San Angelo
«Corpus Christi (2) *Tyler
*Victoria *Dalas

*Abilene
3.8 Responding to about 40 to 60 calls per week

The Laboratory responds to about 40 to 60 phone calls per week, which include questions about the
IECC/IRC from Builders, HVAC Contractors, Window Manufacturers, Door Manufacturers, Duct
Manufacturers, code officials, and homeowners. A database is being established to track questions and
responses. A frequently asked questions (FAQ) featureis also being established for the Laboratory’ s Senate
Bill 5web page.

3.9  Submitted code amendment review for NCTCOG, including Energy Star as above code.

The Laboratory was asked by the North Central Texas Council of Governmentsto review selected
amendments to the 2000 IECC/IRC, including the use of Energy Star as an alternative compliance path to
the 2000 |ECC/IRC. The amendments submitted to the Laboratory and the Laboratory’ s response are
provided in the appendix. The request to approve the EPA’ s Energy Star program is discussed in the next
section.

3.10 Requested by EPA to approve Energy Star as above code for Texas

The Laboratory was requested to approve the Energy Star program as “above code” for Houston. The
Laboratory reviewed the Energy Star program, including the computer simulation used by the EPA2. The
initial review precluded a blanket approval of the Energy Star program. The Laboratory also reviewed the
newly revised Building Option Packages (BOPs) for Houston and Dallas. Following the review,
discussions were then held with the EPA, I CF, the International Code Council (1CC), USDOE, PNNL,
NREL and LBNL to determine how a code-traceable simulation could be developed and reviewed by
experts at the USDOE’ s National Labs. Following the discussions the Laboratory then devel oped a code-
traceable DOE-2 input file, and tested the Energy Star BOPs for Houston and Dallas.

Preliminary tests have shown that the Energy Star BOPs comply with the [IECC Chapter 4 performance
method after revisions®. Based on these preliminary results the Laboratory isworking with Senator
Brown'’s staff to determine how Energy Star can be approved as an alternative to the IECC/IRC.

2 This computer analysis for the Energy Star program is based on DOE-2.1e, ver. 121 simulations, which are performed by ICF
Consulting, Washington, D.C., under contract to the U.S.E.P.A.

® These revisions include: mandating SHGC < 0.40 for HDD < 3,500, double pane windows, referencing window areato wall area,
and revising the footnotes on the BOPs to comply with the IECC/IRC.
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3.11 Requested by Florida Solar Energy Center to approve EnergyGauge USA as above code

The Laboratory was also requested by the Florida Solar Energy Center (FSEC) to approve their
EnergyGauge USA as an above code simulation program. The Laboratory isworking with FSEC to resolve
thisrequest. It is anticipated that the code-traceable DOE-2 software will be used in asimilar fashion to
testing the Energy Star BOPs.

312 Request to approve REMRate as above code

The Laboratory was also requested by the Architectural Energy Corporation, Boulder, Colorado, to approve
their REM Rate software as an above code simulation program. The Laboratory isworking with AEC to
resolve thisrequest. It is anticipated that the code-traceable DOE-2 software will be used in asimilar

fashion to testing the Energy Star BOPs.

3.13  Working toward a standard input file for code compliance testing

The Laboratory has developed a code-traceable DOE-2 input file for cal culating energy savings and
demand reductions from implementation of the IECC/IRC statewide. These simulations are needed for
analyzing the energy savings from proposed municipality code amendments, and annual calculation of
|ECC statewide savings.

3.14 Ddlivered Senate Bill 5 Sessions at Hot and Humid Conference

To help foster technology transfer in Houston, the Laboratory worked closely with the Planning Committee
for the 13™ Symposium on Improving Building Systemsin Hot and Humid Climates to include a plenary
session and apanel session on Senate Bill 5. The 13" Symposium was held in Houston on May 20 — 22,
2002 and was well attended. Theinvited plenary speaker on May 20" was Commissioner Ral ph Marquez,
who spoke about the pollution problemsin Houston and how Senate Bill 5 was created to help address
these problems. The Senate Bill 5 panel session included two papers?, and three additional presentations®.

3.15 Delivered ‘Building Energy Codes and Technologies’ at the TCET Symposium for Reducing
Emissionsin Texas, May 21, 2002, Houston, Texas.

The Laboratory was also asked to develop and deliver panel on Building Energy Codes and Technologies
for the May 21%, 2002 Symposium on Technology for Reducing Emissionsin Texas, presented by the
Texas Council on Environmental Technology, in cooperation with the Texas Natural Resources
Conservation Commission, which was also presented in Houston. This panel was composed of Dr. David
Claridge, ESL, Dr. Charles Culp, ESL, Mr. Mani Palani, UT Health Science Center, and John Hoffner,
Conservation Services Group.

3.16 Development of an analysis plan to report energy reductions and link to emissions reductions

The Laboratory has initiated the development of several analysis plansto report the energy reductions from
the implementation of the IECC/IRC to the TNRCC. The first procedure requires annual, countywide kWh
reductions and peak kW reductions. The second procedure requires data and calculations from several state
agencies, university labs and private entities. The second plan is being developed in cooperation with the

* The papers published in the Proceedingsinclude: Haberl, J., Culp, C., B.Y azdani, T.Fitzpatrick, D.Turner. 2002. “An Introduction to
Texas Senate Bill 57, Proceedings of the Thirteenth Symposium on Improving Building Systemsin Hot and Humid Climates, Texas
A&M University, Houston, Texas, and Haberl, J., Culp, C., B.Y azdani, T.Fitzpatrick, D.Turner. 2002. “Texas' Senate Bill 5
Legislation for Reducing Pollution in Non-attainment Areas: Procedures for Measuring Pollution Reduction from the Adoption of the
International Energy Conservation Code (IECC/IRC 2001)", Proceedings of the Thirteenth Symposium on Improving Building
Systemsin Hot and Humid Climates, Texas A&M University, Houston, Texas.

® The additional presentations include an overview of Senate Bill 5 by Bill Jordon, TNRCC, areport on the PUC' s effortstowards
compliance with Senate Bill 5 by Jess Totten, PUC, and a report by Ken Donohoo from ERCOT.

June 2002 Energy Systems Laboratory, Texas A&M University



TERP Report p. 17

Center for Energy and Environmental Resources (CEER) at the University of Texas, the Electric Reliability
Council of Texas (ERCOT), and the Texas Public Utilities Commission (PUC). This planisdescribed in

detail later in thisreport.
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Figure 7: Laboratory’s Senate Bill 5 web page for providing information about implementing the
IECC/IRC.
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4 RECOMMENDATIONS

The Energy Systems Laboratory recommends the following measures to improve the effectiveness of
Senate Bill 5:

Refinement of the analysis method for reporting emissions reductions.

I dentification of health issues associated with improved energy use.

Development of “ Showcase houses on wheels”.

Focus on hard-to-reach areas

Study the impact of improving the efficiency of manufactured housing

Study the impact of including appliance efficiency standards.

Capture and document the energy savingsin Texas LoanSTAR and Rebuild America programs
currently in place.

O OO0 0O O0OO0Oo

4.1 Refinement of the analysis method for reporting emissions reductions.

Aswe go forward, improved emissions reporting methods will need to be devel oped that provide greater
accuracy in estimating ozone reductions from electricity reductions in buildings. The Laboratory can
determine the energy reductions in the municipalities and counties using avariety of methods. Idealy, we
would like to have a“ 1-sheet” list of key code parameters on each building with itslocation. We will have
the computer systemsin place to then determine the location and quantify the energy reductions. Next, this
hourly energy reduction profile needsto be tied to a particular power plant, which has specific operating
conditions on NOx emissions. ERCOT data, grid models and dispatch modelswill be required for this.
Finally, the reduction of hourly NOx output of the power plant needs to be put into an acceptable hourly
atmospheric model (i.e., Ozone day or August-September 2000 Episode day) to determine the reduction in
ozone. Although this description is overly-simplified, four groups must work closely together to
accomplish thistask. These are the Laboratory, TNRCC, ERCOT and the UT Atmospheric Sciences
Group. Thisgroup can put asolid, defensible set of ozone reductions forward tothe USEPA. The
legislature could address how to allow these data to be acquired as truly needed. Deregulation of the
electric utilitiesis also complicating the acquisition of needed data.

4.2  Refinement of the analysis method for reporting costs associated with building to code standards.

Additional work needs to be done in quantifying and demonstrating the cost associated with building to
code standards. Cost will increase due to added insulation, higher efficiency windows, higher efficiency
air-conditioners and other added items. Cost will decrease due to being able to down-size air-conditioners
and furnaces and some other potential design changes like high efficiency ducts. Also, energy bills will
decrease. “Back of the envelop” calculations show that the initial cost increase can be $1,000 to $2,000 or
so, depending on what isdone. A payback of under 3 to 5 years should be expected. Technologiesare
being developed to enable the first cost to be less than the old building methods, allow better comfort and
improved energy efficiency. The Laboratory needs to participate in devel oping, demonstrating and training
buildersin these technol ogies and methods.

4.3 Identification of health issues associated with improved energy use.

Along side of the cost issue is health. Homeowners are concerned with increased occurrence of asthmain
children and other health related afflictionsrelated to a“tighter” building. A tighter building can be a
healthier building, if it is designed and maintained correctly. Proper ventilation becomes more problematic
in atight house aswell. The Laboratory isideally situated to provide the education and training on how to
make the code adoption a major plus on improving the health of indoor environments.
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4.4  Development of “ Showcase houses on wheels”.

Construct two or three “ showcase houses on wheels’ to demonstrate energy efficiency building techniques.
This activity would address builder reluctance to accepting the energy codes. These showcase houses
would be brought to Home Shows, State Fairs and other high traffic opportunities to demonstrate the
impact of high efficiency windows, air-conditioners and other equipment, duct sealing, building envelop
sealing and other energy efficiency technologies. The audience would be builders, local officials and
home-buyers. Thiswould require increased funding of $200,000 to $300,000 to construct these units and
$100,000/ year on-going.

45  Focuson hard-to-reach areas

Hard to reach areas are a particular challenge because most of these areas do not have an infrastructurein
their local government to support technical initiatives. The Laboratory proposes to train graduate students
for direct interface with local officials, builders and homeowners to assist in delivering the needed skills to
enable implementation of the energy efficiency requirements of SB5. This effort would add $300,000 to
$400,000 / year on-going.

4.6  Study theimpact of improving the efficiency of manufactured housing

Study the impact of improving the energy efficiency in manufactured homes and determine where cost
effective enhancements should be done. Manufactured homes are not subject to the IRC / IECC codes®.
Dueto thelow first cost of this housing, manufactured housing is experiencing an increase in market share
and will likely negatively impact energy efficiency measures being taken in site-built housing. The
Laboratory would work with manufacturers to determine the optimal improvements to make this housing
more efficient. We would be looking at standards (above the federally mandated ones), which improve the
cost efficiency and indoor air quality of this housing without adding a cost burden. This effort would
require approximately $200,000/ year for 3 years.

4.7  Study theimpact of improved appliance efficiency standards.

The current version of the IECC/IRC does not include a direct provision for reducing the energy use of a
residence by improving the appliance energy efficiency, including lighting efficiency use in residences.
Although appliance energy efficiency is currently regulated by national standards, significant state-wide
electricity savings could be generated and, credits registered for emissions creditsif the proper procedures
were in place doing this. Therefore, it is recommended that the impact of improving appliance energy
efficiency beyond the national standards be studied to determineif thisis acost effective way to help
reduce emissions in non-attainment and affected counties.

4.8  Capture and document the energy savingsin Texas LoanSTAR and Rebuild America programs
currently in place.

Currently, Texas has documented over $100 million in energy savingsin hundreds of buildings around the
State of Texas. However, Measurement and Verification (M& V) on most of these buildings has been
discontinued. Several studies by the Laboratory have shown that 20 to 30%-+ of the savings will erode over
time if these buildings are not carefully monitored’. Therefore, restarting the monitoring in these buildings

® The energy efficiency of manufactured homes is currently regulated by U.S.H.U.D. Other requirementsinclude NFPA 501 Standard
for Mobile Homes.

7 Additional information about this can be found in the papers: Kumar, S., Haberl, J., Claridge, D., Turner, D., O’'Nedl, D., Sharp, T.,
Sifuentes, T., Lopez, F., Taylor, D., “Measurement and Verification Reality Check: A Y awning Gap Between Theory and Prectice?’,
Proceedings of the 2002 ACEEE Summery Study, (August); and Claridge, D., Liu, M., Deng, S., Turner, D., Haberl, J., Abbas, M.,
Bruner, H., Veteto, B., Lee, S. 2001. “Cutting Energy and Cooling Use Almost in Half Without Capital ExpenditureinaPrevioudy
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and recommissioning the HVAC systems will likely produce well over $10 million in real dollar savings
per year to the state and al so have verifiable emissions reductions.

5 TECHNOLOGY OF REPORTING & VERIFYING EMISSONS REDUCTIONS FROM ENERGY
USED IN BUILDINGS

Senate Bill 5 will allow the TNRCC to obtain emissions reduction credits for reductionsin electricity use
and electric demand that are attributabl e to the adoption of the International Energy Conservation Code
(IECC 2000) in non-attainment and affected counties. In order for the TNRCC to accomplish this, county-
wide reductionsin electricity use will be calculated by the Laboratory and presented to the TNRCC in a
suitable format for cal culating emissions reductions. Ultimately, the format and procedures for cal culating
emission savings must be approved by the EPA®,

In this report two types of calculation procedures are discussed in regards to the estimation of emissions
reductions from buildings: data requirements for the calculation of annual NOXx reductions, and data
requirements for hourly ozone modeling.

5.1  Proceduresfor Calculating Electricity Reductions

5.1.1 Residentia Buildings

The methodology to accomplish thisfor residential buildingsis presented in Figure 9- Figure 13. This
methodology is composed of several procedures that will calculate and verify savings using several
different sources of information. These proceduresinclude:

1. Thecalculation of electricity savings and peak demand reductions from the implementation of the
IECC 2001 (Figure 8) in new residences in non-attainment and affected counties as compared
against 1999 housing characteristics (IECC 2001 residential emissions reductions) using calibrated
simulation.

2. A cross-check of the calculated energy use’ against the published average energy use found in the
USDOFE’ s Residential Energy Characteristics Survey (RECS 1999)

3. A cross-check of electricity savingsusing autility bill analysis method.

4. A cross-check of construction data using on-site visits.

5.1.1.1 Residentia: New Construction

Calculation of emissions reductions. The primary procedure for calcul ating the emissions reductions from
the adoption of the IECC 2001 in new residencesis shown in Figure 9 and Figure 10. Figure 9isa

flowchart of the overall procedure, which includes the information obtained from Figure 10. For each
county, 1999 and 2002 residential housing characteristics will be ascertained according to the proceduresin
Figure 10. Using simulation, these characteristics are entered into the DOE-2 simulation to calculate the
annual energy use of two average-sized residences, one representing the house with the average 1999
characteristics, and one representing the appropriate characteristics from the 2001 IECC. The annual
electricity use of the 2001 IECC simulation is then subtracted from the annual electricity use of the
smilarly-sized 1999 residence to obtain the annual electricity savings, and peak electric demand savings.

Retrofit Building”, Proceedings of the Summer Study of the European Council for an Energy Efficient Economy (ECEEE), June 11-
16, 2001, Mandeliu, Cote D'Azur, France.

8 Additional information can be found in the TNRCC document “Conceptual Modd for Ozone Formulation in the Houston-Galveston
Area: Appendix A to Technical Support Document — Conceptual Model for Ozone Formulation”, June 5, 2002.

® This energy use reported by RECS represents the total energy use, which would include electricity use and natural gas use.
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Natural gas savings associated with space heating and the heating of domestic hot water would be
calculated for informative purposes. The electricity savings attributable to the 2001 |ECC energy
conservation options would then be converted to NOy reductions per house using the appropriate state-
wide, utility grid conversion model. Electricity savings would then be scaled to represent the county-wide
savings by multiplying the annual residential building permits for each county. Total annual NOy
reductions associated with the implementation of the 2001 IECC wouldthen be calculated simultaneously
for al non-attainment and affected counties using a state-wide conversion model.

In Figure 10 the detailed flowchart is shown for calculating the 2002 annual energy use of new residential
construction for houses with and without the energy conserving features contained in the IECC 2001,
chapters 4 and 6. Thisis accomplished with two separate cal culations:. a) one path that represents the
standard house defined in the 2001 IECC chapter 4 and 5, that uses average housing characteristics for
houses built in 1999 (left side of figure); and b) a second path that represents the standard house defined by
the 2001 |ECC that includes the energy conserving features'® defined in chapter 4, 5 and 6 (right side of
figure).

Calculating baseline energy use of new construction. The procedure for calculating the 2002 baseline
residential energy consumption (left side of Figure 10) begins with the definitions of the standard house
found in Chapter 4 of the 2001 IECC. These definitions are used to create a standard input file for the
DOE-2 simulation program (LBNL 2000). This standard input file is then adjusted to reflect the average
1999 construction characteristics for each county™* for type A-1 (single family) and type A-2 (all others)
housing. The annual electricity and natural gas consumption for the average house'* is then simulated using
the DOE-2 program and the appropriate weather data®® for each location. The annual, countywide, baseline
energy consumption for new houses built in 2002 with characteristics that reflect the 2001 IECC and 1999
published datais calculated by multiplying the annual simulated energy use for an average house times the
projected A -1 and A -2 county-wide housing permits for 2002. The projected A -1 and A -2 housing permits
for each county are projected using multiple linear regression that utilizes countywide population growth
and housing permits as shown in Figure 10. This baseline represents the expected annual energy use of all
new construction in each county had those houses been constructed with the 2001 IECC chapter 4 and 5
“standard house” and average 1999 characteristics.

Calculating code-compliant energy use of new construction. The procedure for cal culating the code-
compliant 2002 residential energy consumption (right side of Figure 10) also begins with the definitions of
the standard house found in Chapter 4 and 5 of the 2001 IECC. This code-compliant input file reflects the
average 1999 house size for each county and IECC Chapter 5 or 6 construction characteristics®® for type
A-1 (singlefamily) and type A-2 (all others) housing. The annual electricity and natural gas consumption
for acode-compliant house is then simulated using the DOE-2 program and the appropriate weather data
for each location. The annual, countywide, code-compliant energy consumption for new houses built in
2002 with code-compliant characteristicsis calculated by multiplying the annual simulated energy use for a
code-complaint house times the projected A-1 and A -2 housing permits for 2002. This code-compliant use
represents the expected annual energy use of all new code-complaint construction in each county. The total
electricity savings which can be attributed to the adoption of the IECC 2001 are then calculated by
comparing the difference in annual energy use of the baseline housing versus the code-compliant housing
as shown in Figure 9.

Reconciliation of the total savings.

1% The energy conserving featuresin the IECC 2001 are the same as those contained in chapter 11 of the 2000 IRC, as modified by the
2001 Supplement (IECC 2001).

1 The average 1999 construction characteristics represent the published data from several sources, including NAHB (2002), F.W.
Dodge (2002), RECS (1999) and LBNL (1995).

12 The average house size for each county is determined from published RECS (1995) data.

13 The appropriate weather data for each county is the nearest TMY 2 weather file that most accurately represents the 2001 IECC
climate zone as shown in Figure 2.

14 Uses the same average house size for each county as determined from published RECS (1995) data.

15 These characteristics include insulation levels, glazing type, etc., as defined in Chapter 6 of the 2001 |ECC or Chapter 11 of the
2001 IRC.

June 2002 Energy Systems Laboratory, Texas A&M University



TERP Report p. 22

Several procedures have been identified to reconcile the savings calculations, including:
a) across-check of the calculated energy use against the published average energy use found in
the USDOE's Residential Energy Characteristics Survey (RECS 1999) as shown in Figure 11;
b) across-check of energy savings using a utility bill analysis method as shown in Figure 12;
and
c) across-check of construction data using on-site visits as shown in Figure 13.

Cross-check of the calculated energy use against published data. The procedure to cross-check the
calculated energy use of the baseline houses and code-compliant houses against the average energy use
published by the RECS (1999) is shown inFigure 11. It isimportant to note that this procedure is proposed
for informative purposes, since exact agreement between the housing characteristicsin the IECC 2001 and
RECS is not anticipated, since the RECS datareflects actual average occupant behavior, and the IECC
reflects a controlled occupant behavior. The procedure multiplies the expected number of A-1 and A -2
housing units times the average annual energy use per household published in RECS to obtain the county-
wide annual energy use for all newly constructed houses. Thisvalueis expected to be useful in judging
whether or not any adjustments are needed in the 2001 | ECC Chapter 4 and 5 construction characteristics.

Cross-check of energy savings using utility bill analysis. The energy savings attributable to the adoption of
the 2001 IECC will reconciled with monthly utility billing data using the well-known Princeton

Scorekeeping Method (PRISM) (Fels 1986; Fels et al. 1995) as shown inFigure 12. In general, the

difference between average 1999 and 2002 utility bills should decrease by an amount that is similar to the
calculated savings from 2001 |ECC adoption for similar sized houses, with equal numbers of occupants, in
similar neighborhoods. In Figure 12 the procedure for accomplishingthisis set forth. The procedure has
two parallel paths, one for the 1999 housing stock (left side of Figure 12) and one for the 2002 housing
stock (right side of Figure 12).

For the housing cross-check with utility billing data, the procedure begins by selecting a 1999 house and a
2002 house that have similar characteristics to the construction characteristics that were used for the
primary calculation shown inFigure 9 and Figure 10. For each house 12 months of utility billing data are
obtained and analyzed with PRISM. The resultant, valid parameters from PRISM © are then normalized by
conditioned areato obtain a weather-normalized, averaged energy use per square foot. After the appropriate
number of houses have been analyzed that represent a statistically significant sample of houses constructed
in 1999 for each county (or for 2002), the Normalized Annual Consumption (i.e., NAC,g99 expressed as
KWh/yr-ft?) is compared against the similar parameter for houses constructed in 2002 (i.e., NACygo2
expressed as kWh/yr- ft?) to obtain the average el ectricity savings per square foot of conditioned area. This
difference isthen multiplied by the number of houses constructed in 2002 and the average conditioned area
of the houses constructed in 2002 to obtain the total annual electricity savings per county. Thistotal,
county-wide, annual electricity savings calculated by utility bill analysis can then be compared to the total,
county-wide, annual electricity savings calculated by simulation (i.e., Figure 9 and Figure 10). For each
county, savings from the differencein 1999 versus 2002 utility bills are expected to be similar to savings
calculated by simulation for similar houses, with similar household characteristics®’.

Cross-check of construction data using on-site visits.

A reconciliation will also be carried out to cross-check selected parameters for both the 1999 and 2002
housing characteristics for each county as shown in Figure 13. For the 1999 housing stock, on-site surveys
of astatistically significant sample will be used to cross-check the average building characteristics'® used to
simulate the average house in each county. Adjustments can then be made to the average 1999
characteristics should significant differences be found.

18 The primary parameter of interest from the PRISM analysisis the Normalized Annual Consumption (NAC). The goodness of fit
indicators used to determine a valid PRISM run include the CV(NAC), and PRISM’s adjusted R"2.

7 1f necessary, asimilar procedure can be used to cross-check heating savings with either a5 parameter change-paintmodel using
monthly electricity utility bills, or a PRISM model applied to monthly natural gas utility bills.

18 As previously mentioned the 1999 average building characteristics represent the average characteristics published by NAHB, F.W.
Dodge and LBNL.
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Asshown in theright side of Figure 13, asimilar procedure will be carried out for houses constructed in
2002 to determine if the on-site housing characteristics meet, or exceed the 2001 IECC. However,

differences found in the 2002 characteristics will be noted as to whether or not these differences represent
characteristics that are less stringent or more stringent than code. Characteristics that are less stringent that
code will be communicated with code officials to determine how proceduresto the code need to be
modified to better meet code requirements. Characteristics that are more stringent than code will be

credited to the countywide energy savings as above code savings.

5.1.1.2 Residential: Existing Construction

Existing residential buildings that undergo a significant remodeling are addressed by the 2000 |ECC/IRC.
To account for the energy savings from these activities, procedures would be similar to those for new
construction that track remodeling permits, including how the buildings are complying with the 2000
IECC/IRC. Different procedures may need to be developed for tracking existing building 2000 IECC/IRC
activities. For example, it may be more efficient to track the activity by the type of retrofit, including:
envelope, HVAC system, etc. Once atracking procedure has been developed, then a suitable accounting
scheme can be devel oped and implemented to include these savings in with the savings from new
construction activities.
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Figure 9: Overal flowchart for calculation of emission reductions from implementation of IECC/IRC 2001
inresidential construction in non-attainment and affected counties.
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Figure 10: Calculation of countywide residential new construction energy consumption (1999
characteristics and 2001 IECC/IRC).
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Figure 11: Estimated residential energy consumption for buildingsconstructed in 1999 by Texas county.
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Figure 13: Reconciliation residential housing characteristics using on-site surveys.
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5.1.2  Commercia/lndustrial Buildings

The methodol ogy to accomplish thisfor commercial buildingsis presented in Figure 14 through Figure 18.
These procedures incorporate and verify savings using several different sources of information. These
procedures include aflowchart of the overall procedure, which includes the information obtained from
Figure 15. For each county, 1999 and 2002 commercial building characteristics will be ascertained

according to the procedures in Figure 15. Using simulation, these characteristics are entered into the DOE-2
simulation to calculate the annual energy use of two representative buildings, one representing the
commercial building with the average 1999 characteristics, and one representing the appropriate
characteristics from the 2001 IECC. The annual electricity use of the 2001 IECC simulation isthen

subtracted from the annual electricity use of the similarly-sized 1999 building to obtain the annual

electricity savings, and peak electric demand savings. Natural gas savings associated with space heating
and the heating of domestic hot water would be calculated for informative purposes. The electricity savings
attributable to the 2001 IECC energy conservation options would then be converted to NO, reductions per
building using the appropriate state-wide, utility grid conversion model. Electricity savings would then be
scaled to represent the county-wide savings by multiplying the annual commercial building permits for

each county. Total NOy reductions associated with the implementation of the 2001 |ECC would then be
calculated simultaneously for all non-attainment and affected counties using a state-wide conversion model.

In Figure 15 the detailed flowchart is shown for calculating the 2002 annual energy use of new commercial
building construction with and without the energy conserving features contained in the [IECC 2001,
chapters 4, and 8. Thisis accomplished with two separate calcul ations: a) one path that represents the
standard building defined in the 2001 IECC chapter 4 and 8, that usesaverage characteristics for buildings
built in 1999 (Ieft side of figure); and b) a second path that represents the standard building defined by the
2001 |ECC that includes the energy conserving features™® defined in chapter 7 and 8 (right side of figure).

Calculating baseline energy use of hew construction. The procedure for calculating the 2002 baseline
commercial building energy consumption (left side of Figure 15) begins with the definitions of the standard
building found in Chapters 4 and 8 of the 2001 IECC. These definitions are used to create a standard input
filefor the DOE-2 simulation program (LBNL 2000). This standard input file isthen adjusted to reflect the
average 1999 construction characteristics for each county?® for office, retail and industrial buildings. The
annual electricity and natural gas consumption for each building type®! is then simulated using the DOE-2
program and the appropriate weather data® for each location. The annual, countywide, basdine energy
consumption for new buildings built in 2002 with characteristics that reflect the 2001 IECC and 1999
published datais calculated by multiplying the annual simulated energy use for an average building times
the projected county-wide construction permits for 2002. The projected office, retail and industrial
construction permits for each county are projected using regression that utilizes countywide population
growth and construction permits. This baseline represents the expected annual energy useof all new
construction in each county had those buildings been constructed with the 2001 |ECC chapter 4 and 8
“standard building” and average 1999 characteristics.

Calculating code-compliant energy use of new construction. The procedure for calculating the code-
compliant 2002 commercial building energy consumption (right side of Figure 15) also beginswith the
definitions of the standard building found in Chapter 4 and 8 of the 2001 IECC. This code-compliant input
file reflects the 1999 floor area® for office, retail, industrial permitsin each county and |IECC Chapter 7 or

*° The energy conserving features in the IECC 2001 are those contained in chapter 8 of the 2000 IRC, as modified by the 2001
Supplement (IECC 2001).

2 The average 1999 construction characteristics represent the published data from several sources, including F.W. Dodge (2002),
CBECS (1995) and LBNL (1995).

% The average building size for each county is determined from published CBEC (1995) data.

22 The appropriate weather data for each county is the nearest TMY 2 weather file that most accurately represents the 2001 IECC
climate zone as shown in Figure 2.

2 This is derived from the published county-wide construction permit data on file with the Real Estate Center at Texas A&M
University, also cross-checked with CBECS (1995) data.
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8 construction characteristics®*. The annual electricity and natural gas consumption for a code-compliant
building isthen simulated using the DOE-2 program and the appropriate weather data for each location.
The annual, county-wide, code-compliant energy consumption for new buildings built in 2002 with code-
compliant characteristicsis cal culated by multiplying the annual simulated energy use for a code-complaint
buildings times the projected building permits for 2002. This code-compliant use represents the expected
annual energy use of all new code-complaint construction in each county. The total electricity savings that
can be attributed to the adoption of the IECC 2001 are then cal culated by comparing the differencein
annual energy use of the baseline building versus the code-compliant building as shownin

Reconciliation of the total savings.

Several procedures have been identified to reconcil e the savings cal culations, including:
1. across-check of the calculated energy use against the published average energy use found in
the USDOE’s Commercia Building Energy Characteristics Survey (CBECS 1995),
2. across-check of energy savings using a utility bill analysis method, and
3. across-check of construction data using on-site visits.

Cross-check of the calculated energy use against published data. The procedure to cross-check the
calculated energy use of the baseline building and code-compliant building against the average energy use
published by the CBECS (1995) as shown inFigure 16. It isimportant to note that this procedureis
proposed for informative purposes, since exact agreement between the office, retail and industrial
characteristicsin the IECC 2001 and CBECS is not anticipated, since the CBECS data reflects actual

average occupant behavior, and the IECC reflects a controlled occupant behavior. The procedure multiplies
the expected number of office, retail and industrial building areatimes the average annual energy use per
unit area published in CBECS to obtain the county-wide annual energy use for all newly constructed
buildings. Thisvalue is expected to be useful in judging whether or not any adjustments are needed in the
2001 IECC Chapter 4, 7 and 8 construction characteristics.

Cross-check of energy savings using utility bill analysis. The energy savings attributable to the adoption of
the 2001 |ECC will also be reconciled with monthly utility billing data using ASHRAE' s Inverse Model
Toolkit algorithms (IMT) (Kissock et al. 2001) is shown inFigure 17 in 2002 utility bills should decrease

by an amount that is similar to the cal culated savings from 2001 |ECC adoption for similar sized office,

retail or industrial facility with similar characteristics and functional use. In hastwo parallel paths, onefor
the 1999 building stock and one for the 2002 building stock.

For the building cross-check with utility billing data, the procedure begins by selecting a 1999 building and
a 2002 building that have similar characteristics to the construction characteristics that were used for the
primary calculation. For each building 12 months of utility billing data are obtained and analyzed with the
ASHRAE IMT. The resultant, valid parameters from IMT?° are then normalized by conditioned areato
obtain aweather-normalized, averaged energy use per square foot. After the appropriate number of
buildings have been analyzed that represent a statistically significant sample of buildings constructed in
1999 for each county (or for 2002), the normalized annual consumption (i.e., expressed as kWh/yr-ft?) is
compared against the similar parameter for buildings constructed in 2002 (i.e., also expressed as kWh/yr-
ft?) to obtain the average electricity savings per square foot of conditioned area. This differenceisthen
multiplied by the square footage reported in the building permits constructed in 2002 and the average
conditioned area of the buildings constructed in 2002 to obtain the total annual electricity savings per
county. Thistotal, county-wide, annual electricity savings calculated by utility bill analysis can then be
compared to the total, county-wide, annual electricity savings calculated by simulation. For each county,
savings from the difference in 1999 versus 2002 utility bills are expected to be similar to savings calculated
by simulation for similar buildings, with similar characteristics.

24 These characteristics includeinsulation levels, glazing type, etc., as defined in Chapter 8 of the 2001 |ECC or Chapter 7 of the 2000
IECC, which references ASHRAE Standard 90.1 1999 (w/o amendments).

5 The primary parameter of interest from the ASHRAE IMT depends upon the model sdlection, whichincludes: aone parameter
mean model, atwo parameter model, three, four and five parameter change-point models, variable based degree models, and
combined models that utilize multiple linear regression with 1,2,3,45 or VBDD models. The goodness of fit indicators used to
determine avalid IMT run include the CV(RMSE), RMSE, and IMT’s adjusted R"2.
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Cross-check of construction data using on-site visits.

A reconciliation will aso be carried out to cross-check selected parameters for both the 1999 and 2002
building characteristics for each county as shown in Figure 18. For the 1999 building stock, on-site surveys
of astatistically significant sample will be used to cross-check the average building characteristics?® used to
simulate the average building in each county. Adjustments can then be made to the average 1999
characteristics should significant differences be found.

Asshown in theright side of the figure adjustments will be carried out for buildings constructed in 2002 to
determineif the on-site building characteristics meet, or exceed the 2001 IECC. However, differences

found in the 2002 characteristics will be noted as to whether or not these differences represent
characteristics that are less stringent or more stringent than code. Characteristics that are less stringent that
code will be communicated with code officials to determine how procedures to the code need to be
modified to better meet code requirements. Characteristics that are more stringent than code will be

credited to the countywide energy savings as above code savings.

5121 Commercia/lndustrial Buildings: Existing Construction

Existing commercia buildings undergo a significant remodeling are addressed by the 2000 IECC/IRC. To
account for the energy savings from these activities, procedures similar to those shown for new
construction will be applied to track remodeling permits, including how the buildings are complying with
the 2000 IECC/IRC. Different procedures may need to be devel oped for tracking existing building 2000
IECC/IRC activities. For example, it may be more efficient to track the activity by the type of retrofit,
including: envelope, HVAC system, etc. Once atracking procedure has been developed, then a suitable
accounting scheme can be devel oped and implemented to roll these savings into the savings from new
construction activities.

5.1.3 Renewables Appliedto Buildings

The application of renewable energy systemsin buildings are addressed by the 2000 |ECC/IRC. To account
for the energy savings from these activities, the procedures shown in Figure 19 and Figure 20 will be used
to track theinstallation of projectsthat utilize renewables, according to the proceduresin the 2000
IECC/IRC. In each county the number and type of renewable energy system will be evaluated to determine
the displaced electricity use. Characteristics about each system will need to be collected, including: the type
of system, ft of aperature, orientation, tilt, systems characteristics, etc. These characteristics will then be
input into either the FCHART or PVFCHART?’, depending upon system type, and the annual energy use
simulated with the appropriate program. Total county-wide energy useis the cumulative total energy
production of all systemsinstalled in acounty.

5.1.4  Caculation of Total Annual County-wide IECC/IRC Electricity Reductions.

Total annual, county-wide IECC/IRC electricity reductionswould be the total of the savings from
IECC/IRC application to residential, commercial/industrial, and renewabl e energy applications. Total
savings from non-attainment and affected counties would incorporate savings from the county-wide
IECC/IRC reductions. Total state-wide savings would be calculated in asimilar fashion using county-wide
savings from all Texas counties. The county-wide and state-wide models would al so be used to generate
either annual kWh totals, peak kW values, or 24-hour profiles, which would be needed for the hourly

% As previously mentioned the 1999 average building characteristics represent the average characteristics published by F.W. Dodge,
CBECS and LBNL.

%" FCHART and PVFCHART are nationally recognized solar analysis software developed by S.AA. Klein, and W. A. Beckman at the,
Solar Energy Laboratory, Mechanical Engineering Laboratory, 1500 Engineering Drive, University of Wisconsin —Madison, WI
53706.
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photochemical modeling of ozone in non-attainment and affected counties for EPA ozone day or Episode
day calculations as defined in the next section.

Calculate 2002 Emission
Reductions from the
I mplementation of | ECC-2001
in Nonattainment & Affected
Counties (Commer cial)

o Select County

|
v v

Calculated IECC- Calculated IECC-
2001 Commercial 2001 Commerciad
ga ~ New Construction New Construction < gy
a Energy Use (1999 Energy Use: (IECC-
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Cdculate Annual
Difference I 7a
(MWH/County)
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Use ERCOT/TNRCC Data
to Convert MWH->NOx
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Annual NOx
Savings/County

No Complete Yes > Total NOx Savings

Figure 14: General flowchart for calculation of emission reductions from implementation of IECC/IRC
2001 in commercial buildingsin non-attainment and affected counties.
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Figure 15: Calculation of countywide commercial new construction energy consumption (1999
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Figure 19: General flowchart for calculation of emission reductions from the use of renewables as
incorporated in the IECC/IRC 2001 in residential or commercial/industrial buildings in non-attainment and
affected counties.
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5.2 Proceduresfor Calculating Annual NOx Reductions.

The annual NOXx estimation procedure proposed by the TNRCC requires annual, county-wide kWh
reductions and peak kW reductions?®. Thismethodology estimates the NOx emission reductions resulting
from the energy savingsin building. Theinput for the methodology is the expected annual electricity
savings (MWh) for 2007 for each service territory. The output of the methodology is county-wide annual
NOx emission reductions from electricity generators, which are converted into daily values by dividing the
annual value by 365 days.

The proposed TNRCC annual NOx cal culation methodol ogy involves the following steps as shown in
Figure 21.

Step 1. Estimate the amount of electricity generation that would be curtailed in each service territory for a
given amount of electricity demand savingsin a particular service territory. This step would involve the
calculation of county-wide electricity savings from implementation of the IECC/IRC. The calculation
begins with the county-wide simulations of standard versus |ECC/IRC-compliant residential, commercial
and industrial buildings. These simulations use the same input files that were used to cal cul ate the annual
electricity savings (kWh) and demand savings (kW).

Step 2. Estimate the amount of generation from each plant that would be curtailed for a given amount of
generation curtailment in a particular service territory. This step would be performed using the EPA’s E
GRID?® database, which contains information about how much electricity was exchanged between each
power control area within the ERCOT region in 1998. This information is used to determine which power
plant supplied the electricity.

Step 3. Combine information from the first two steps together to estimate the electricity generation
reductions from each plant in the ERCOT region for a given amount of electricity demand reduction
occurring in a particular service territory. This step uses the EGRID database to estimate the location of
the electricity generation reductions to the plant level within a particular power control area using EGRID
plant-level data, and includes removal of electricity generating units expected to retire by 2007, as well as
the addition of new units. Units are assigned to the power production using EGRID’s plant fuel type and
capacity model, which are specific to each plant.

Step4.  Apply plant specific emission factors to the curtailed generation at each plant, which are the
results from step 3.In this step information from the previous steps is combined so that the generation
reductions for each plant within ERCOT is determined for a given amount of electricity demand savings
expected for aparticular service territory.

Step 5. Cumulate the annual emission reductions at each location into county-wide totals. In this step E-
GRID assigns NOx emissions factors to the generation reduction to determine the emission reductions.

Step 6. Cumulate plant-level datainto county-wide data. In this step plant-level data are summarized by
county to produce county-wide NOx reductions attributabl e to implementation of the IECC/IRC.

28 For additional details regarding this procedure see: Draft Houston/Galveston Attainment Demonstration and Post-1999 Rateof-
Progress SIP: Appendix A — Description of the Methodology for Determining Credit for Energy Efficiency, Texas Natural Resources
Conservation Commission, Austin, Texas, June 5", 2002 proposal.

29 E-GRID, Ver. 2, isthe EPA’s Emissions and Generation Resource Integrated Database (Version 2). This publicly available
database can be found at www.epa.gov/airmarkets/egrid/.
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Figure 21: Annual NOx reporting procedure proposed by TNRCC (Source: TNRCC 2002)
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5.3  Proceduresfor Modeling Hourly Ozone Reductions.

The proposed procedures for modeling hourly ozone reductions are shown in Figure 22. This Erocedure
requires data and cal culations from several state agencies, university labs and private entities®™®. As
indicated in the upper portion of Figure 22, the procedure begins with the simulated, hourly, county-wide
electricity savings from the implementation of the IECC/IRC to residential, commercial and industrial
facilities, followed by the calculation of the electrical power production at the power plant using the
appropriate grid model. The hourly, plant-specific power generation is then linked to hourly, TNRCC-
measured pollutants for each plant to obtain the hourly, NOx, VOC and other pollutants associated with the
power production at the time of the simulation. These hourly NOx and VOC are then merged together with
other sources of NOx and VOC and fed into the hourly photochemical model along with the prevailing
weather conditions to allow for the cal culation of the ozone pollution. The following sections describe each
of these procedural tasksin more detail.

5.3.1  Calculation of Hourly County-wide IECC/IRC Electricity Profiles.

The calculation of the ozone emissions reductions begins with the county-wide simul ations of standard
versus |ECC/IRC-compliant residential, commercial and industrial buildings. These simulations use the
sameinput files that were used to calcul ate the annual electricity savings (kWh) and demand savings (kW),
which are re-simulated using the EPA Ozone-day weather conditions and the A ugust-September 2000
Ozone Episode day weather conditions®. An example of the 24-hour profile from one of these simulations
is shown in Figure 23. County-wide, 24-hour electricity demand profiles are then assembled from
simulations of diversified profiles®.

5.3.2  Cadculation of Stationary Electricity Reductions From County-wide Electricity Reductions

Files containing the hourly, county-wide simulated electricity profiles are then input to the appropriate
electricity grid models®3. The electric grid models then assign the power production to specific power
plants, after cal culating the transmission and distribution losses. Figure 24 shows the el ectric power grid for
ERCOT®*, which connects the different investor-owned utilities and municipal utilities as shown in Figure
25 shows the different Retail Electric Serviceregions. Specific dispatch models of power generation
equipment would then selected to represent varying pollution production scenarios. These scenarios also
include existing power generation plants and new power generation plants as shown inFigure 26 to allow
for the evaluation of the variation in new low-NOx technol ogies that are expected to be introduced in the
near future.

5.3.3  Calculation of NOx Reductions From Stationary Electricity Reductions

These power generation scenarios for the Ozone day and August-September 2000 Episode day periods are
then matched with the TNRCC-measured NOx, VOC and other pollutants associated with the specific
power generation equipment at each power plant® to allow for the calculation of NOx and VOCs point
sources associated with the Ozone day and Episode periods.

%0 These entities ultimately would include: the Energy Systems Laboratory (ESL), the Public Utilities Commission (PUC), the State
Energy Conservation Office (SECO) for the calculation of county-wide, hourly electricity profile changes, ERCOT, SERC, SPPand
WSCC for the calculation of county-wideto power plant eectricity production, the TNRCC for the measured NOx and VOC data, and
the ozone modeling to be performed by the Center for Energy and Environmental Resources (CEER) at the University of Texas.
%1 The use of the EPA ozone-day weather conditions and August - September 2000 Ozone Episode day is proposed to alow the EPA to
assess the progress of Senate Bill 5 against the original SIP, which also used similar weather definitions to drive the photochemical
model.

%2 This diversification procedure is used to develop a county-wide profile that represents the smoothed, electricity consumption of
1,000s of buildings, and consists of statistically randomized runs of the IECC-traceable simulation program.

3 The appropriate eectricity supply grid model is determined by the location of the county within the state. Depending upon where
the county islocated, models from ERCOT, SERC, SPP and WSCC will need to be used to determine which power plant supplied the
electricity to that county, during the period of the simulation.

34 Source: Electricity Reliability Council for Texas (ERCOT 2002).

% Or NOx, VOC amounts anticipated for future plants.
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5.3.4  Caculating NOx Reductions From other County-wide area sources (ESL)

The calculated NOx and VOC sources from the el ectric power generation associated with IECC/IRC
county-wide simulations are then merged with other sources of NOx and VOCs, including: on-road mobile,
off-road mobile, area sources, biogenic and other sources. These other sources need to include anticipated
decreases from other factors, including TNRCC Rule 117 that limits the NOx production of combustion
sources, aswell as other known, traceable reductions®®.

5.3.5  Proceduresfor Calculating Ozone Reductions From NOx Reductions (CEER)

Asafinal step, ozone reductions are cal culated from NOX reductions traceable to the IECC/IRC
implementation using the same photochemical modeling procedures®’ that were used to demonstrate the
ozone reductions in the State Implementation Plan (SIP) approved by the EPA. The procedures utilize the
NOx and VOC inputs from the TNRCC database, the calculated NOx and VOC reductions traceable to the
IECC/IRC implementation, which are then simulated with state-wide ozone-day and A ugust-September
2000 episode day weather conditions for Texas.

These projections of ozone reductions are then periodically compared against 0zone measurements from
the TNRCC measurement sites shown in Figure 27. Such measurements form the basis for classification of
0zone concentrations as shown in Figure 28

% For example, communications several HVAC manufacturers and with GAMA have indicated thet most menufactiurersof residential
furnaces have eliminated the pilot lightsin their residential units to achieve the higher AFUE mandated by Federal law. Thisis
estimated to be in the range of 500 to 800 Btuh of open-flame combustion per household. Thisbecomesimportant when oneredizes
that about 5 - 10% of all households replace their furnaces in a given year, which can equal or exceed the number of new housing
startsin a county. Similar reductionsin pilot lights are expected for domestic water heaters and other gas appliances.

37 The photochemical modeling performed by the Center for Energy and Environmental Resources (CEER) at the University of Texas.
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Figure 22: Analysis process for calculating emissions reductions from |ECC/IRC implementation.
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Figure 23: Example of typical county-wide, 24-hour electricity usage profile.
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Figure 24: Texas Electricity Power Grid (Source: ERCOT 2002).
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6  TECHNOLOGY OF REDUCING ENERGY USED IN BUILDINGS

Adoption of the 2000 IECC/IRC has allowed the state of Texas to define minimum energy performance for
new buildings and for existing buildings that are remodeled. In this section of this report technologies are
briefly reviewed that can have a substantial impact on delivering above-code building performance for
residential, commercia and industrial buildingsin Texas Buildings.

In general for residential buildings, the 2000 IECC/IRC provides prescriptive measures for each climate
zone in Chapters 5 and 6 to assure that new construction meets a minimum, predictable energy use. A
residential performance path is provided in Chapter 4. Commercial buildings are addressed by minimum
prescriptive measures in Chapter 8 of the 2000 IECC/IRC, or by minimum performance measures using
ASHRAE Standard 90.1 1999°8, which is referenced by Chapter 7. More stringent design efficiency
measures for commercial buildings can be found in programs such as the U.S. Green Building Council’s
LEED ratings™®.

6.1  Building Envelope

Energy efficient technologies for building envel opes include well-known technologies for insulation and
newer technol ogies such as |ow-E windows, reflective roof coatings, structurally integrated panels (Sl Ps)
and radiative barriers, asindicated in the next section.

6.1.1 New Construction

New construction has a many new envelope technologies for contractors and homeownersto choose from,
depending upon budget, housing type and climate zone. Examplesinclude improved low-E windows, and
ventilated windows (commercial buildings), high albedo, or highly reflective roofs*’, improved shading
devices for windows, which can be combined with daylighting features such as lightshelves, improved
building sealing techniques such as building wraps, and sealants, reflective barriersin attics and cavities.
Some residential builders are now experimenting with reducing thermal loads by reducing the exterior
envelope area by using a compact two story designs that also allows for ductwork to be incorporated into
the floor trusses, which reduces heat gain when compared to their traditional placement in the hot attic.

6.1.2  BJsting Construction

Existing homes can also be improved by replacing old, single pane windows with low-E windows,
installing reflective roofing, improving building infiltration using blower door testing and duct blasters, and
retrofitting reflective barriers inside attics to hel p reduce summertime temperatures.

6.2  Lighting/daylighting

New technologies for reducing the energy use of lighting systems has improved dramatically in recent
years. Almost daily, new energy efficient light sources appear on the store shelves for residential and

38 Chapter 7 of the 2000 IECC/IRC, references ASHRAE Standard 90.1, 1989, which is amended to ASHRAE Standard 90.1 1999,
(w/o amendments) in the 2001 Supplement (published in March 2001), which is directed by Senate Bill 5's effective date of May 1%,
2001.

39 The Leadership in Energy and Environmental Design (LEED) Green Building Rating System isthe voluntary, consensus-besad,
market-driven building rating system of the U.S. Green Building Council that is used to evaluate environmental performance from a
whole-building perspective over abuilding’s life cycle and to provide a definitive standard for a"green building". Different levels of
green building certification are awarded based on the total credits earned. The U.S. Green Building Council (USGBC 2002), founded
in 1993, is a non-profit organization that provides knowledge and action on environmental issues for commercial and industrial
buildings. The headquarters are located in San Francisco, California. The council has grown to more than 500 leading international
organizations. Its goal is to help the building industry develop products that are more environmentaly and economicaly visbleand to
drive the marketplace forward towards the development of high performance buildings (U.S. Green Building Council 2002).
“% |n the hot and humid south highly reflective roofs usually will require periodic washing to remove dirt, mold and mildew that can
reduce the roofs thermal reflectance.

June 2002 Energy Systems Laboratory, Texas A&M University



TERP Report p. 48

commercial applications, most notably compact fluorescents, T8 and now T5 fluorescent lamps in almost
all shapes and sizes.

6.2.1 New Construction

Many more architects are becoming comfortable using daylighting systems that reduce lighting energy use
by redirecting natural light deep into building interiors without increasing summertime heat gain. Such
systems are most effective when combined with automatic dimming systems so building occupants do not
have to constantly adjust the lighting levels. New systems have begun to appear that channel solar
radiation, captured with sun-catchers, into building interiors using fiber optics. This same technology can
provide lighting at night using a central HID source that is then channeled to lumnaries through switchable
fiber optics. Heat from the central HID source can then be effectively captured and reused or rejected.
Lighting systems with combined motion sensors, and automatic dimming features are also becoming
popular.

6.2.2  Existing Construction

Retrofitting existing T12 fluorescent lamps*! with either T8 or T5 lampsis a cost effective method for
reducing lighting energy use in office buildings, grocery stores, retail stores, and other facilities that
currently use T12 fluorescent lighting. Such retrofits reduce the lighting energy use primarily by replacing
the ol der magnetic ballasts** with new electronic ballasts that consume a fraction of the electricity use.

Such lighting retrofits can also include automatic switching provided by motion sensors, lighting sensorsin
perimeter lighting applications or a combination of motion and lighting sensors. Reducing the installed
lighting load also decreases the required cooling load, with aslight heating penalty for winter months.

6.3  Appliances

Energy efficient technologies for appliances vary according to application (i.e., residential or commercial)
asindicated in the next section.

6.3.1 Residentia

Significant improvements have been made in developing and delivering energy efficient refrigerators for
household use, which represent a sizable portion of household electricity use. Since the mid 1980s
refrigerators have made significant advancesin reducing thermal losses, and improved refrigeration cycles,
without significant pricesincreasesto customers.

Other appliances in the kitchen have made efficiency improvements as well. For example, microwave
ovens are in usein many kitchensthat are capabl e of heating food with afraction of the energy used by
traditional electric or gas ovens. Convections ovens also offer some efficiency improvements over
conventional ovens, as doesinduction (i.e., magnetic) stoves.

In the laundry room, significant energy and water savings are available with horizontal axiswashing
machines. Such clothes washing machines use less water, less detergent and less energy than vertical axis
machines and reduce the time needed for drying because of their ability to incorporate a high-speed
extraction cycle that removes additional amounts of water, which would have been removed in the dryer.
Although such machines currently carry a premium price tag, reduced prices are expected as additional
manufacturers offer competing models. Microwave clothes dryer R& D has also been reported by several
manufacturers.

“! The T12 designation refers to the diameter of the fluorescent lamp, where T12 lamps would be 12/8” in diameter, T8 would be 8/8"
in diameter, or 1'”, and T5 lamps would be 5/8” in diameter.

42 ighting ballasts are necessary for fluorescent lighting to control the flow of electricity oncethe arc is struck between the electrodes
in the lamp, which would otherwise draw an uncontrolled amount of current.

June 2002 Energy Systems Laboratory, Texas A&M University



TERP Report p. 49

Use of the internet in ahome can either increase or decrease energy use, depending several variables.
Increases in energy use come from the energy used by the PC to connected to the internet, the modem used
to connect to theinternet (i.e., dial-up, cable or other modem), increased use of A/C or heating where none
may have been used before, lighting energy use in the room, etc. Decreasesin energy use come from
reduced travel by the individual who is now surfing the web, versus cruising the streetsin a car, and
improvementsin efficiency of communication using email, etc.

6.3.2 Commercia buildings

In commercial buildings, steadily increasing internal loads, due in part to the computerization of the office
environment, have begun to level-off asLCD computer screens have become competitive with the
traditional CRT displays. Increasing use of laptop computers has further reduced computer energy use.
Energy efficiency has also spread to office copiers, printers, and other equipment. Teleconferencing
continuesto increase in use, which resultsin travel cost savings. Cell phones and Personal Digital
Assistants (PDAS) continue to make office workers more effective workers, which can have an indirect
energy savings as companies downsize, and load more clerical and administrative tasks onto their workers.

Use of the internet at work can either increase or decrease energy use, also depending several variables.
Increases in energy use come from the energy used by the PC to connected to the internet, the modem used
to connect to the internet (i.e., dial-up, cable or other modem), increased use of A/C or heating where none
may have been used before, lighting energy use in the room, etc. Some studies have shown that employee
productivity can decrease significantly if “persona” internet use at work is not closely monitored, which
can indirectly affect energy. Decreases in energy use come from reduced travel by theindividual who is
now surfs the web to find information, versus numerous phone calls or tripsto find the same information.
Use of the email for distribution of sales material, brochures, etc. has also significantly decreased printing
costs for many businesses, which can indirectly affect energy use.

6.4  Heating/Cooling Systems

Energy efficient technologies for heating and cooling systems vary according to construction type (i.e.,
residential, commercial, etc.). Technologies vary aswell for new construction and existing construction, as
indicated in the next section.

6.4.1 Residential: new or existing construction

Efficiency improvementsin residential heating and cooling systems have also made significant
contributions towards reducing household energy use. High efficiency air conditioners are now available
from many manufacturers (i.e., SEER 11, 12, and 13), and when properly sized to meet the peak load, can
significantly reduce summertime electricity bills. The technologies for accomplishing this vary from one
manufacturer to the next, and include such innovations such as dual speed systems, variable speed systems,
improved coil design (i.e., evaporator and condenser coils), air-foil technologies for improving blower
efficiencies, and the ever increasing use of microprocessors similar to what has happened in the automotive
industry.

Improvements to residential heating and cooling systems have also been accomplished through the
introduction (or reintroduction) of new systems. Such systems include minisplits or ductless air
conditioners*®, ground-coupled heat pumps, direct/indirect evaporative cooling (in the hot and dry parts of
Texas). New combinations of systems can also deliver improved performance. For example, air-

conditioning systems that use the domestic water heater for space heating instead of afurnace, and systems
that supplement domestic water heating with waste heat recovery from the air conditioner’ s condenser.

“3 A minisplit air conditioning system is similar to awindow air conditioner, only the unit consists of two parts, an indoor evaporator
coil/blower, and an outdoor condensing unit and compressor, connected by refrigeration and control lines. Minisplits are more
common in commercia buildings, and have seen wide-spread use in other countries.
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Residential furnace efficiencies have also continued to improve as well. One improvement of note for NOx
reductionsis the replacement of the pilot light with a hot surface ignition system. This eliminates the 500 to
800 Btu/h energy use of the pilot light**, which contributes to the summertime ozone production if the pilot
light is burning during the summertime.

Residentia heating/cooling system efficiencies can also improve with the use of programmable
thermostats*®. Residential economizers are also being investigated for those climate zones where cool, dry
evening conditions allow for their use®.

Efficiency improvements have also been reported in the design of residential ductwork. Most notably,
increased insulation levels, and improved sealing techniques for ductwork exposed to the severe conditions
in the attic, and in several showcase homes, relocation of the ductwork and air-conditioning system inside
of the conditioned envelope, usually through the use of a chase located in the ceiling of the hallway, or by
using ductsthat are threaded between floor trusses.

6.4.2 Commercia Buildings

6.4.2.1 New Construction

In commercial buildingsthelist of technology improvement islonger. Many of these improvementsrely on
new or improved equipment, including: variable-volume dual or single duct systems, which use low static
pressure duct distribution system, over-sized, low-head cooling towers, variable-speed chilled/hot water
pumping, and high efficiency chillers, pumps, and electric motors. New blowers often utilize advanced air-
foil technol ogies for improved efficiency. Some new systems are also being designed to minimize
ductwork*’, which reduces installation costs, and improves efficiency.

Other new technol ogiesinclude dual-path, pre-conditioning systems, which in the south utilize cooling
coilsto efficiently remove humidity from the incoming air, water-loop, ground coupled heat pumps*®, cool
ceilings®®, cool beam systems®°, personal heating/cooling systems®!, thermal storage systems, and
thermostats that al so utilize occupancy sensors.

Significant improvementsin efficiency are also being reported from the application of optimum control
strategies for cooling/heating systems, most commonly where temperatures and flow rates are reduced to
meet only what is required on a minute-by-minute basis. Many architects and engineers are also requiring
performance testing of new construction before a building is signed-off to assure that the building meets the
design and performance specifications.

6.4.2.2  Bxsting Construction

Several important studies have shown that building heating/cooling system performance degrades over
time. Such degradations decrease the system’ s ability to deliver comfort conditions, and more importantly
to the State’ s emissions problems, increases the building’ s energy use. To help improve this problem, the

44 500 to 800 Btu/h is equal to about at 150 to 250 Watt light, and produces considerable NOx since the flame is an open flame.
5 Thisis required by the 2000 IECC/IRC for new construction.

6 One research effort is underway by the California Energy Commission where residential economizers are being investigated for use
in low cost housing.

4" Reducing the ductwork usually means closer coordination of the system layout during the design process Sevard new huildngsare
being designed with ductless, under-floor distribution systems.

“8 These are being increasingly used in new K-12 schools.

49 Cool ceilings have seen greater use in Europe where outside humidity conditions are less. Such sysemsaresmilar torediant calling
panels, with the difference that chilled water is circulated in the panels to keep the ceiling cool, which cools the adjacent room by
radiation and convection. Such systems have improved performance because air-handling units can be downsized to ventilaion air
requirements (i.e., 10 to 20% of their traditional size).

%0 Cool beam systems are cooling systems where cooling coils are incorporated into the overhead lighting fixtures.

®1 pPersonal heating/cooling systems are often incorporated into modular office furniture systems that utilize under-floor air
distribution. Improved performance is accomplished by allowing for more individualized comfort controls. Such systems also report
improved user satisfaction, which is claimed to increase office productivity.
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Energy Systems Laboratory devel oped the Continuous Commissioning™ or CC process. Continuous
Commissioning™ is a process where the Laboratory staff investigates and documents areas where the
performance of the mechanical systems can be improved, and working closely with the building operators,
makes the changes necessary to irsm)rove performance, and documents the savings with hourly measured
data. Continuous Commissioning™" has produced average savings in the range of 20%, and sometimes
saves as much as 40% of abuilding’s heating/cooling energy use. Many retrofit opportunities exist for
commercial buildings aswell, and include ailmost all the same measured listed for new construction.
Research is also being performed at the ESL and the U.S. Department of Energy’s National Laboratoriesto
develop and test automated fault detection and diagnostics that promise to provide additional benefits from
keeping a building tuned.

6.5 Low NOxTechnologiesfor Building Systems

Low NOx combustion technologies for gas consuming systemsin buildings vary according to construction
type (i.e., residential, commercial, etc.) and include technologies for new construction and existing
construction. Gas consumption in residential includes: heating systems, domestic water heating, kitchen
appliances (i.e., stoves, ovens, ranges, etc.), and clothes dryers. In commercial buildings, low NOx
combustion technol ogies are most often applied to larger boilers and furnaces that provide buildings with
heating. Recently, with the advent of TNRCC rule 117, low NOX technologies are being applied to

domestic water heaters.

In general, low NOx combustion technologiesin residential and commercial applications rely on down-
sized technology developed by the electric power generation industry, including: low NOx burners and
ultra-low NOx burners. Other industrial technologiesinclude less excessair (LEA) technologies, air
staging, over fireair, fuel reburning, flue gas recirculation, water and steam rejection, reduced air preheat,
combustion optimization, oxygen-enriched combustion, and catal ytic combustion. Post combustion
technologies include: selective non-catalytic reduction (SNCR), selective catalytic reduction (SCR), low
temperature SCRs, catalysts, and other technologies®?

6.6  Industria

Opportunities for reducing energy useinindustrial applications are also significant and include many of the
same technologies used in commercia buildings, including: energy efficient electric motors, variable speed
drives, computerized control systems, high efficiency chillers, pumps and boilers, and air-foil technologies
for improving blower efficiencies. Other energy efficiency improvements have also been reported through
the introduction of induction and microwave heating, cogeneration, improved steam systems, and waste
heat recovery. Additional information about the numerous energy conservation opportunities for industrial
applicationsin Texas can be found in the proceedings of the Industrial Energy Technology Conference®?.

6.7  Other

Significant opportunities exist for reducing energy use in other commercial applications. In the following
section, opportunitiesin restaurants and grocery stores are briefly discussed.

6.7.1 Restaurants

Significant energy efficiency improvements have been reported in the restaurant field, including the use of
improved grilling equipment®, refrigerator-freezer combinations that reduce infiltration into freezers by
placing the entrance to the freezer inside the cooler, the use of industrialized, pre-prepared foods™,

52 For more information about NOXx reduction technologies, see the Special Report on NOx Reduction Technol ogies published by the
Texas Institute of Advancement of Chemical Technology (TIACT 2000).

%3 The Industrial Energy Technology Conference, Energy Systems L aboratory, Texas A&M University, College Station, Texas 77843,
www-edl .tamu.edu.

%4 For example the use of computerized, double-sided grills at McDonalds.

%5 For example, the use of pre-packaged salads at McDonalds.
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convection ovens, combined air-conditioner/DHW heat recovery, infrared grilling, and optimal start of
appliances to reduce peak el ectric demand®®.

6.7.2  Grocery Stores

Reduced energy use in grocery stores has also been reported by the major chains. Efficiency improvements
have been reported through the use of refrigerator-freezer combinations, domestic water heat recovery from
condensers, desiccant dehumidification from refrigeration heat rejection, rack-mounted, staged-
compressorsto improve refrigeration performance. T8, T5 and HID in-store lighting, and the use of
daylighting.

6.8 Renewables

Renewabl e energy technologies offer significant opportunities for reducing energy use and include
opportunities for solar thermal applications (i.e., active, passive), and photovoltaic (i.e., PV, BIPV).

6.8.1  Solar thermal systems

Solar thermal systems have most often been applied to new and existing residential and commercial to
provide heating of domestic water and space heating. Such systems utilize active and passive delivery
systems, where active delivery requires blowers and/or pumps. Passive delivery isusually accomplished
without the use of blowers or pumps. The use of solar thermal systemsto provide cooling in hot and humid
climatesisless used. A few installations have also reported the use of active solar systemsthat provide
cooling to buildings using absorption or desiccant refrigeration systems. However, such systems can be
expensive and require special maintenance.

6.8.2 Solar PV, and BIPV systems

The use of photovoltaic (PV) solar systemsin residential and commercial buildings continuesto grow.
Installation of systems can be accomplished in new or existing sites. However, although costs have
improved considerably in the last few years, the cost of such systems continues to be arestriction for wide-
spread applications. Such systems can utilize grid-connected PV, independent PV, or building integrated
PV (i.e., BIPV) systems. Recent advances in solar systems also include the devel opment of combined solar
thermal/PV systems. Such systems collect electricity and thermal energy from the same solar panel. In
Texas, the most current information about available solar systems, and solar system installation contractors
can be found by contacting the Texas Renewable Energy Industries®’ Association

6.9 Thermal comfort and Indoor Air Quality

Any discussion about reducing energy usein buildingsin hot and humid climatesis not complete without a
discussion of the needs to maintain proper thermal comfort and indoor air quality. In the United States
ASHRAE isthe primary organization for developing and promoting standards for proper comfort

conditions and indoor air quality®. Such standards describe acceptable conditions for thermal comfort,
which include temperature and humidity conditions and ventilation requirements. In any building, sources
of indoor air pollution should be reduced or placed in a controlled environment. In practice, this can be
difficult and expensive to accomplish, requiring extra ducts to provide for exhaust and makeup air, special

%6 Cooking equipment in restaurants draw |arge amounts of electricity when they are first turned on. In many cases, the peak electric
demand for arestaurant can occur in the morning when equipment is first turned-on. Staggering the start of such equipment toavoid
simultaneous starting of appliances can reduce the peak monthly electric demand.

57 The Texas Renewable Energy Industries Association can be reached at P.O. Box 16469, Austin, Texas 78761-6469, 512-345-5446,
www.treia.org.

%8 such standgards include ASHRAE Standard 62-1999: Ventilation for Acceptable Indoor Air Quality, and ASHRAE Standard 55-
1992: Thermal Environmental Conditions for Human Occupancy, Including ANSI/ASHRAE Addendum 55a-1995.
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filtration systems (i.e., HEPA/UV systems®®). In new commercial buildings, CO2 ventilation control is
being used to provide the needed fresh air, at minimum outside air levels.

7  PROBLEMS& NEEDS

7.1  Funding/ Expenditures.

With the current funding situation, the majority of the Laboratory efforts arein aminimal staff, reactionary
mode responding to emergencies. The Laboratory is performing the following SB5 activities.

- Support training On-going
- Quarterly Stakeholder meetings On-going
- Respond to Municipal requests On-going
- Respond to Builders, Manufacturers, Others On-going
- Update Web, improve communications On-going
- Support the TNRCC on the Emissions Reduction Reporting due 6/15/02
- Release HERS rating format due 9/1/02

In the General Appropriations Act, the Texas Engineering Experiment Station was appropriated $1,363,060
for FY 2002 and $1,293,060 for FY 2003 out of the Texas Emission Reduction Plan Fund to perform the
Laboratory’ s responsibilities under SB5. In December of 2001, the Comptroller announced that problems
in collections existed and that only approximately $58 million of the planned $276 million would be
collected over the first biennium. The Laboratory’s budget was then projected to be reduced to
approximately $250,000 per year for the first two years. The Laboratory has currently received $105,000
through April of 2002.

Funding iscrucial in order for the Laboratory to fulfill its responsibilities under SB5. With funding, the
Laboratory will produce over 100 targeted training sessions per year focused on specific groups. The
Laboratory would then be able to respond and effectively work with municipalitiesto improve their code
and above code modificationsin aresponsive manner. The Laboratory would then be able to work with
manufacturers to make sure that they understand the impact of the codesto their product lines and help
assure that the required products are on the market in atimely fashion.

7.2  Problems/Roadblocks Experienced on TERP

7.2.1  Industry concerns

The key roadblock has been the lack of funding. Thisripplesthrough all activities and creates situations
where the Laboratory has to focus on emergencies. In general, the cooperation and enthusiasm of all

parties (including the builders/builder groups, manufacturers, public interest groups and other agencies) has
been very understanding and supportive.

Thislack of adequate funding has seriously slowed the Laboratory’s progressin making the code
adaptation a smooth processin Texas. Builders are struggling with understanding the codes and also face
liability issuesthat they do not fully understand. Manufacturers are faced with making large tooling
investments and have numerous unanswered questions on specific code requirements that impact these
investment decisions. State agencies are struggling with how to acquire and validate the needed data to
build the required reportsto EPA.

Many of the concerns noted by industry are included in other sections of this report. Theseinclude:
o Ductinsulation
o0 Energy Star approvals

%9 HEPA/UV systems remove indoor contaminants using filtration and sterilization using ultraviolet light.
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Home Energy Rating Systems

Effective datesfor provisions of thislegislation

Detailed code issues and conflicts

Window issues

Builder training and liability issues

Code official ability to implement inspections

Lack of programmatic funding to facilitate implementation

OO0 OO0 O0OO0

Cost and health impacts from the adoption of the codes have also arisen asamajor issue. Cost impact
needsto be studied and documented. In many cases, slight changes in construction methods can result in
both cost savings and improved energy efficiency. Health isdirectly related to moisturein theinside air
(and in the walls, etc) and tightness of the house. Improvements and higher skill in designing and installing
mechanical cooling and heating equipment in residences will be required as the house becomes more
efficient. The Laboratory needs to demonstrate and make these methods available to Texas builders.

7.2.2  Technology concerns

Aswe go forward, methodol ogies will need to be developed for accurately reporting emission reductions.
The Laboratory can determine the energy reductionsin the municipalities and counties using a variety of
methods. Ideally, we would like to have a“ 1-sheet” list of key code parameters on each building with its
location. We will have the computer systemsin place to then determine the location and quantify the
energy reductions. Next, thishourly energy reduction profile needsto be tied to a particular power plant,
which has specific operating conditions on NOx emissions. ERCOT datawill be required for this. Finally,
the reduction of hourly NOx output of the power plant needs to be put into an hourly atmospheric model
(i.e., Ozone day or August-September 2000 Episode day) to determine the reduction in ozone. Although
this description is overly-simplified, four groups must work closely together to accomplish thistask. These
are the Laboratory, TNRCC, ERCOT and the UT Atmospheric Sciences Group. This group can put asolid,
defensible set of ozone reductions forward to the US EPA. The legislature could address how to allow
these datato be acquired as truly needed. Deregulation of the electric utilitiesis also complicating the
acquisition of needed data.

Additional work needs to be done in quantifying and demonstrating the cost associated with building to
code standards. Cost will increase due to added insulation, higher efficiency windows, higher efficiency
air-conditioners and other added items. Cost will decrease due to being able to down-size air-conditioners
and furnaces and some other potential design changes like high efficiency ducts. Also, energy bills will
decrease. “Back of the envelop” calculations show that theinitial cost increase can be $1,000 to $2,000 or
so, depending on what isdone. A payback of under 3to 5 years should be expected. Technologies are
being devel oped to enable the first cost to be less than the old building methods, allow better comfort and
improved energy efficiency. The Laboratory needs to participate in developing, demonstrating and training
buildersin these technol ogies and methods.

Along side of the cost issue is health. Homeowners are concerned with increased occurrence of asthmain
children and other health related afflictionsrelated to a“tighter” building. A tighter building can be a
healthier building, if it is designed and maintained correctly. The Laboratory isideally situated to provide
the education and training on how to make the code adoption amajor plus on improving the health of
indoor environments.
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Hotes:

1. Thi= table of building emralope requiremerts is based upon
the 2000 [ntemaicnal Residential Code (JRC), published
by the Intemational Code Council .

2. The |RC prescriptive r\e%uir\a'nems are applicable to homes
with glazing areas of 15% and below. For homes designad
with glaziréﬂ_areas gregerthan 15%, the IRC incorporates
the Intemational Energy Corservaion Code (IEC& bny
reference, which contains addiional prescriptive and

arfommance-relaed compliance akamatives.

3. Source of nequiremerts: 2000 IRC, Ch, 11 (upto 153 onbys)
and 2000 1BZC, Ch. &, Prescrptive Packages for Climate
Zones 2-4. i

4 Wiindow area %, U-factor, and SHGC are masirmurm
acceptable leveks .

5. Insulation Rvalues are miniron acceptable levels.

6. Applies to single-famiby, wood-frame residertial construction,
only. Formass wall constructjon, see IRC Sedion
H1102.1.1.1; for steelframead walls, see [RC Section
MN1102.1.1.2.

7. "Glazing " refersto amy trAnslucent ortrarsparent maeal
T exteriaor openings Of buildings, including windows,
shylight=, liding %Iass doors, the glass areas of opaque
doirs, and glass Blozk.

8. Fenestration product (window, door, Iazing? U-factar and
SHGC must be detemnined from a Mational Fenestration
Fating Council ﬁNFRC label onthe product, or obtained
from default tables (ECC Table 102.5.2030in Chaptear 17,

9. Glazing area % isthe ratio ofthe area of the rough opening
of mindows Tothe gross wall area, edpressed a5 a
percentage. Uptoone pement of the tatal window area
may be exampt fromthe U-factor requiremert .

10. Opaque doors are not corsidered glazing gn:-r"u.lindou.ls")
and must have a maximum U-factor of 0.3

door allowed.

Infilttration requirements: Windows = 0.30 cfm per sqft. of

window area; doors & 0,30 ofm per sq.4t. of doorarea

(swinging doars below 0.50 ofm)); detemined in

accordance with AShlsAnOna 10145 2 (must be tested

and labeled in accordance with ASTh E 2237

12.R-2 =hall be added tothe requirements for =lab insulation
where uninsulated hat water pipes, air distrbution ducts or
electric heating cables are instalied in or underthe slab.

13, Floors ower oubside air must meet ceiling insulation
requirements. . i

14, B-values for walls repréesent the sum of caviby insulation

|uz insulaed sheathing, if amy. 2

15, Pre=scrptive packages are based upon meeting or
exceading minimum equipment efficiencies for HWAC and
water heating ((ECC Table 503.2).

. One exempt

Texas Residential Building Envelope Requirements
Simplified Prescriptive Paths for Envelope compliance with the International Residential Code (IRC 2000)
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@@2001 Texas Engineering Experiment Station - Energy Systems Lab - Texas A&M University System@

Figure 29: Example of the Laboratory’s Builder's Guide available for distribution via the web and on

laminated cardstock (page 1).
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(=) Texas Residential Building Guide to Energy Code Compliance (=)
International Residential Code (IRC 2000} and International Energy Conservation Code {IECC 2000)
Intemational Residential Code and Intemational Enengy Consenation Code 3= of by 1, 2001 Texas Bdition 2001, Rewision 001

How to Use This Guide Texas Counties by Climate Zones
Il'i"r'lfa%:'gfnz:;”(t:ﬁ ;;ﬂ“;ﬁf;fg‘i‘_ldg? Uze the color-coded map of Texas to locate a county. The reverze side of thiz form shows three
designed to simplify determination of the prescriptive paths for the selected Climate Zone,
envelope requirements of the International
Fesidential Code (IRC 2000, Chapter 117 |9 4.000-4439 HOD L 4 1,500 - 1995 HOD
o el e Somone, (RS e eaw S T
: ; ar 13l pe orgome
IRDE gém ar IEI:EJZ‘EIIIIIII Efc.x'rﬁ.a coﬁ'uplretz i el HEmp Bl ) "&_ T G Bl Hardh T -:.m.'ﬂe i
description of all the requirements and Dalan  Lpscomb  Rebers | o5 E ' i N T el
compliance alternatives. Local Dt Sm itk oo Shermany Cakwell Ky =l
requirements may also vary. Each county Gy OchIfree Wlkeekr <l NE N § g;?jn'gés Lj:aca El'xéerme
iz assigned to one of the eight zones, P i
which wany according to the different B 2,500 -3333 HOO L Eg,“re%e h'i:d?',;. mleir"gh.
climate zones in Texas. g’“i"-m Hall : FortBesd  Medhia 1Nt
I ochEr  Hockley L Gonzaks
Step-by-Step Instructions el
1. Use the color-coded map o locate the Hal “Yeakam HOD = 3 4000 - 1453 HOD
county in which the construction or Heathg ARiEEr Galestor  McMulks
remedeling is taking place and find the Fi 2,000 -2453 HOOD EEQWE : .;.Ecwa ?:clﬁn :;;ms
f'!llan:it;uione (2 through 9 associated with ,;,;E[r Egﬁj.s Il-.:'nmjleyr 5 T S R %am:b
2 LSO, e of Building Envelops Bordes Galkes Sy ST ae ] [ ”mfga
Requirements" (on the bacdk ofthis sheet) g“”"e“ ﬁ:ﬁman %:; wall i:;: [Eg :TI:'UE Tk :Eﬁ‘w Dmmtt  Luedak kA
[ITE] onda El
biphese omsugionoptonsor” | Sohonon (E™ Wbl | GHE fhe T | WP Moo
selected above. Each path describes an C by klngx & :EE:Imo ::E:sm E::%E" :
acceptable combination of envelope (=T 4] Lubbock Bogqie Japer BiEial 2 600 - 533 HOD
components based on percent glazed E Hrewgs®r  JOb bSO Rusk B noiks Jim Hiagg =tarr
i 2500 - 2 559 HOD L hak: Cameror  lenedy iy
}. Reviewthe paths andseled the one most | apdrews Greg Pak Plito Bariet b rr San Aagastie Hidalgo Fkbeng ZFatd
suited to your projed . gnrla.lﬁ nar{c \I:il PRarlher giimhee gm:-le g:hsana
ildi EEEN ke ks okm s mparas er ey
1. fc?:lfrté;"ncg Ec,r 1;.?2-'51‘1 :Idﬂ;? E:ilil'?lanr?d comply | AP Hopklis Red Rlver Comaiche Leu:nFI She by Limitations
ith basi d 2 t=. iuhich Cars Heowarnd Ree es Cokcho Limes o be =mith Texas recerthy enacted a statewide
il dsic code requirements, whic Coke Hukpeth  Rockwall Congll LEvo Somerell energy code, This guide summarnizes
incude: Collly Hut Shacke hord CrEe [1ETT = 3 simplified ||:r5cn|:tnre specification
3. liztallleg compoe vie 10 kg ectio s from M Cooks dack Sepieis Crockett  MeCallck  Tarmt forindividual erwelope compaonents ta
b. -J:-:lmem A Hc;cammms o IeE AR properky %;gmm jg{rel:;auk %,-:!.!-.rg Dalz: Molet i3 Termell gu:l with code -:I:jmpllance |§Dguu:le
Edvants  Mesand Tom Gree i oes not provide 3 guaratee for
s 'r'\le?qe:il;egmrgln.t!mmr M W et ity (WA I S il Hb i Nl TRk meeting the IRC. For anditional detzits
L kil el ke Fals Haogow:hes Trihfly an the TRC or [BCC, refertothe code
d. proukdieg pre e siatie mal e i3 manak ElPao l.larlc?n -‘,-apf Tt Freezimee  Nauarm Tykr documents corcult local code officials
e, |sEIII|EEmpe Etare corrok Erath Marts nard Glllkspk  Mewrtos Upio or contact the Irtemational Code
T. 1M Mieg Wik dow 3k 007 leakage Fanuli e ik klr Hamiioy  Faiol mlmmsm Cauneil,
%.DEIIIG 19 orsealn%olm ,Q3p 21d peretEton FEbar e il Hag
- Dl uspo B8 e reqled F bl Movbgre o
b ;‘fg',ﬂ'% VI NN NG AR (e ST Grscock  Morte Yorug Energ].r Systems Lab - Texas A&M University
¥. 51 Bt b pipes prope rhy Gagon Hobs hitptaniny.ed -sbdedur

Figure 30: Example of the Laboratory’s Builder's Guide available for distribution via the web and on
laminated cardstock (page 2).
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9.2  Code Compliance Form for Residential Areas.

Texas Building Energy Efficiency
Code Compliance Form For Residential

Buildings in Unincorporated Areas
Effective Date: 9/1/2002

Texas loar requires the person boailding 3 newr recidentisl stoichme to comnply with the Texae Buailding Ehergy
Efficienicy Code (Baemational Fesidertial Code CIFEC™) andfor Bfemational Bhergy Consersation Code ©IECC™) as it
exsted on Dl 1, 200010 poroaart to Health and Safety Code Section 388.003 (sihgle or mmbitanily wmnits, three floors and
iruder].

Corratoty Sddress or Legal Desaiption:
Conmity:

This residerce (select orwe of the folloering optione]):

1. Has besn conplisrce certified by a vational, state , or local acoedited avergy offcianr program,

_ 2. Has besn cornplisrce certified fom 4 private code- certified fwpector using the IFC7: Energy Bfficiency:
Chapter (Chapter 117 o the IECC; or

_ 3. Has besry boailt to fecbade the folloaring awergy eficiacy elavents ; (I this option & selected, corplete the
follonarivyg 5 categories ad provdde avge additional wnecess any fommation)

(1) Insulation values (R-value of insulation installed) for each of the following:
Framing material (check one): Wood — Steel Iiass Wall or Other (specifyy):

Cathedral ceilite ... (Frahe)
COpaqae wralls ... [F-urabhie) Floors omrer wmbieated spaces.. . (Fruahie])
Floors amrer onxteide air ... (F-weabie) Lnacts (onside conditiored space (F-wrabie’)
Fonmdation type 5lab-ot-grade o [Bewrahae) [Drepith):
CTaoalepace e [E-BIET [Lrepth):
Bacomerit (F-trabae, if spplic able): [Drepithy):
[Fterion/Eaterior):
Percerd of bacern erit wralls imderarommud Yodirea of “wery heatry tenthite fectation™  Gresdn)
(2) Ratings of windows and doors for each of the following:
Glamityz aTea peTverdage: %
(ratio of the area of the rongh opening of glazing to the gross wall area)
Glazed doors) (sliding or hinged) ... (Ufacter) (SHGCY
Cither exterior doors ... [0facbOT) [SHGL)
Wiridenars (detemmiied from HFEC ratins):
(T-factar)
[SHGL)
[&ir Bfitration)
(I HVAC equipment efficiency levels:
Heatirz sypsterne : G fired forced airfamace .o CAFTE mating)
Electric e st pummp .o (HSPFrating)
Wersion 1.0, Homratrber 20, 2001 Paze 1 of 2

Figure 31: Example of the Laboratory’s self-certification form for code compliance in unincorporated areas
(front).
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Texas Building Energy Efficiency Code
Compliance Form For Residential

Buildings in Unincorporated Areas
Effective Date: /172002

Electric hest pipnp . ................. (EER mating)
Cronmd sonree he st piong ... (EEF ratings)

(4) Water heating efficiency levels: Water heater finel type .o
Water heateT capacity ...

(5) Basic requ.irelmnt (pheok &7 indicate e RwEIres You Aeve congicted ov write "I ' iFin applics Dey;

Aar-tight recessed lights (ASTRIE 2837 TLL. 181 duct sealing products (or mastics]:

AT sealed penetratiore fzapsduoles | et Shunarer hieads Tated ot 2. 5gpenfBlpsi:

HVALL piping Rendlatioe: Ciroalat g hot-wrater pipivge frealation:
Dbatti-fanibe mits separately metered: Themrmostats for each sectern:

Heat ponnp thenmostat: Equprnent mairderatce domatioe:

Wapor Tetarders: Dt Metalled: il

Additional Information: jaffach addifional sheet i necessary)

Completie the following Certification, as applicable:
Axcredibed enecsy affidency progran:

Inspenor narne’address

Iupenor certified by --------- Cartification mmber:

Builler ox Sdler signadure; Date:
Buyer signahure(s): Date:
Iperr Agnahmwe; ---------- Dade:

Thiz form may be reproduced-Form avaifable from: Texas AEM Universily Energy Sysfems
Laboratory, Weisenbaker Hall Collepe Stafion, Texas, or on fhe Infernet qf hifp favw-
asl famu. edusindax himi
Telephone: (979) 3622773, Facsimile (379) 562-8637

Wersion 1.0, Howember 20, 2001 Page 1of 2

Figure 32 Example of the Laboratory’s self-certification form for code compliance in unincorporated areas
(back).
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9.3 Senator Brown'’ s letter of intent regarding R8 flex duct.

Energy Systems Laboratory
Texas Engineering Experiment Station

Texas A&M University System

3581 TAMU

College Station, Texas BET43-3581

Daate: March &, 2002

To: Concerned Individuzls and Companies In Texas

Subject: Use of R-6 Instead of R-8

Based on the attached legislative intent issued by Senator “Buster™ Brown, it is the
opinion of the Energy Systems Laboratory that R-6 insulated flexible duct may be
substituted for the IECC required R-E duct until February 1, 2003.

If any further information is required, please call the Enerpy Systems Laboratory toll free
at B77-AnM-CODE (877-266-2633).

Sincerely vours,

Charles Culp / Bahman Y azdan:

Figure 33: Laboratory’ s letter to builders regarding the R8 flexible duct issue (page 1).
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March 1, 2002

Charles Culp, P.E.. Ph.D. & Bahman Yazdani. P.E.
Associate Directors, Energy Systems Lab

lexas Engineering Experiment Station

Texas A&M University

214 Wisenbaker Engineering Res. Ctr.

3581 TAMU

Colleze Station, TX T7843-3581

Re: Legislative intent for use of RE flexible duct
Dear Dr. Culp & Mr. Yazdani:

Please allow this letter 1o serve as a written statement of my legislative intent regarding the
implementation date for the required use of RS flexible duct as stated in Senate Bill 5, 77"
Legislature. The intended date for use of RS flexible duct is February 1, 2003,

An exception to use RO insulated duct in liew of the RS duct code requirement should be
allowed for until February 1, 2003, This should help clarify confusion when R6 duct is used
within the existing code requirements until that date.

The following scientific-based explanations provided by vour technical staft at the Texas
A&M University Energy Systems Laboratory (TAMU ESL) give further support to the
intended date of compliance for all communities within Texas:

The Intermational Energy Conservation Code (1ECC) of 2001 requires that R8
flexible duct be used in place of lower R-rated insulated duct, when ducts are
in unconditioned spaces.  Although R6 dugt is widely and economically
available, RS insulated flexible duct is not at this time. Limited supplies are
available from one manufacturer but nod in the quantities needed to satisfy the

Figure 34: Senator Brown’ s |etter to the Laboratory regarding the R8 flexible duct issue (page 1).
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requirements for the homes in municipal areas,

Chapter 11 of the International Residents Code (IRC) code specifically allows
R5 or higher in homes with up 10 15% window 1o wall area. The IECC
requires RE for above 15% window 1o wall area.  Simations where code
inspectors have not allowed R6 duet in housing where the window to wall area
15 under 15% have been reporied, endoubtedly due to confusion and
inadequate training.

Technically, Ré insulated flexible duct causes minimal decrease in efficiency
except when used in unconditioned atics, Use of R6 duct will result in a few
percent loss of efficiency for the cooling system. Improper installation of
either R6 or RS that causes leakage will result in a much greater loss of system
efficiency.

As the author of Senate Bill 5. | am also requesting that the TAMU ESL expand the focus of
the code training workshops to cover additional detail on the correct installation of this duet,
and that the TAMU ESL survey and work with flexible duct manufacturers to prepare o
deliver the needed quantities of RE duct al competitive prices over the next seven months
then report to the Senate Natural Resources Committee by Seprember 1, 2002,

Sincerely,
l O~

JEB:ww

e Texas Association of Builders
Texas Association of General Contractors
Associated General Contractors

Figure 35: Senator Brown’ s | etter to the Laboratory regarding the R8 flexible duct issue (page 2).
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9.4  Proposed NTCOG Amendments to the 2000 IECC.

----- Original Message-----

From: Jennifer Crosby [mailto:jcrosby @dfwinfo.com]

Sent: Monday, March 18, 2002 4:18 PM

To: 'Al Godwin' (E-mail); Bill Elliott (E-mail); Charles Bloomberg
(E-mail); David Session (E-mail); Dennis Pitts (E-mail); Ed Dryden
(E-mail); Jack Craycroft (E-mail); Jack Thompson (E-mail); 'James Johns
(E-mail); Im Olk (E-mail); 'Joe Pierce' (E-mail); Karen Makarem

(E-mail); Larry King (E-mail); Leo Stambaugh (E-mail); Mark Hightower
(E-mail); Ravi Shah (E-mail); Robert Y ounger (E-mail); Ronnie Frazier
(E-mail); Russ Mower (E-mail); Scott Williams (E-mail); Si McHugh
(E-mail); Tim Dove (E-mail); Tom Fitzpatrick (E-mail); Tom Smith
(E-mail); Tommy Jackson (E-mail)

Cc: Kenny Calhoun

Subject: Response Requested - Energy Amendment Revisions

Tothe Building & Energy Advisory Board:

Please review the minor revisions made in the attached Amendments to the 2000 IECC and Chapter 11 of
the 2000 IRC. These revisions were made based on comments received from the Energy Systems
Laboratory in January (please see
http://www.dfwinfo.com/envir/coordinated/regcodes/2001Amend/ESL response.html  for full text of the
ESL's comments).

Please vote on whether or not you approve of these revisions by responding to this email by 12:00 PM
Friday, March 22. The changes require approval from aminimum of 2/3 of the board to be instituted.

Summary of Revisions:
* Chapter 11 of the IRC - one change on page 2
* IECC - two changes on page 2

If you have any questions, please contact me. Thanks!
<<2000 IRC amendments-Chapter 11 ESL.doc>> <<2000 IECC amendments ESL.doc>>

Jenny Croshy

Environmental Planner

North Central Texas Council of Governments
P.O. Box 5888 Arlington, TX 76005-5888
Voice 817-695-9108 Fax: 817-695-9191

June 2002 Energy Systems Laboratory, Texas A&M University
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Recommenaded Amendments to the
2000 International Energy Conservation Code
North Central Texas Council of Governments region

** Section 101.3; amend as follows:

101.3 Compliance. Compliance with this code shall be determined in accordance with Sections 101.3.1,
and-101.3.2, or 101.3.3.

** Add the following item:

101.3.3. Alternative compliance. A building certified through a voluntary energy performance testing
program approved as meeting or exceeding the provisions of this code may be deemed to comply with the
reguirements of this code.

(Reason: This amendment would encourage participation in above-code programs and provide an
attractive alternative path for unconventional builders who are committed to quality and efficiency, but
concerned about mechanics of code compliance. NCTCOG will arrange advisory review of such
programs.)

** Section 302.1; Replace blank Table 302.1 Exterior Design Conditions with the following:

CONDITION VALUE
Winter ® design dry-bulb (°F) (99.6%0) 17
Summer?, design dry-bulb (°F) (0.4%) 100
Summer?, design wet-bulb (°F)  (0.4%) 78
Degree days heating° 2407
Degree days cooling” 2603
Climate zone © 58

**Delete note "a" and replace with the following:

a Thesevalues are from ASHRAE Handbook of Fundamentals for Dallas/Ft. Worth International Airport
99.6% Winter DB, 0.4% Summer DB, and 0.4% Summer WB; and from L ocal Climatological Datafor
Dallas-Ft. Worth published by the National Climatic Data Center, National Oceanic and Atmospheric
Administration. These values are for the purpose of providing a uniform basis of requirements for North
Central Texas. Thiswill not preclude licensed professionals from submitting design analyses based on site
measurements or published data more specific to the building site. Adjustments shall be permitted to
reflect local climates which differ from the tabulated values, or local weather experience determined by the
code official.

(Reason: One of the references in note "a" isin error. The 1997 ASHRAE Handbook of Fundamentals no
longer publishes the design temperature tables in the format assumed by this reference. The main purpose
of this change, however, is to provide typical design data for the NCTCOG region for ease of reference
within this code.)

**Delete Figures 302.1 (1-43, 45-51).

(Reason: Thereis no need to reference the maps of other states.)

June 2002 Energy Systems Laboratory, Texas A&M University
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** Section 502.1.1; del ete exception #2 and substitute the following:
2. Buildingslocated in Climate Zones 5 through 6 asindicated in Table 302.1.

(Reason: This would eliminate the requirement of a vapor retarder throughout the NCTCOG region.
Eliminating vapor retarders in hot and humid climate zones is consistent with the recommendation of most
building scientists.)

** Section 502.1.5; add the following exceptions:;
Exceptions:
1. Any dlazing facing within 45 degrees of true north:;
2. Any alazing facing within 45 degrees of true south which is shaded along its full width by a
permanent overhang with a projection factor of 0.3 or greater.
3. Any fenestration with attached screens where the screens have a rated shading coefficient of .6 or
less.

(Reason: This will alow north facing windows, which do not receive direct solar radiation, to be exempt
from the minimum SHGC requirement; provides a smple way for south facing windows to effectively
achieve summer shade and still receive some solar heat benefit in winter; and specifically allows use of
solar screensto achieve the shading effect.)

** Section 502.2; Replace blank Table 502.2 Heating & Cooling Criteriawith the following:

Table 502.2%9
HEATING AND COOLING CRITERIA

Element Mode Type A-1 Residential Type A-2 Residential
Buildings Buildings
Uo Yo
Walls Heating or cooling 015 0.22
Roof/ceiling Heating or cooling 0.03 0.03
Floors over unheated | Heating or cooling 0.05 0.05
spaces
Heated slab on grade Heating R-value=6 R-value= 6
Unheated slab on grade | Heating R-value=0 R-value=0
Basement wall Heating or cooling U-factor = 0.15 U-factor = 0.15
Crawl spacewall Heating or cooling U-factor = 0.15 U-factor = 0.15

**Delete Note "a" and replace with the following:

a The above values have been determined for all counties in the North Central Texas Council of
Governments region.

**Add Note"g":

d. __These requirements apply only to the boundaries of conditioned space. Air conditioning equipment
and ductwork is recommended, but not required. to be located within the conditioned space in North
Central Texas zones.

**Delete Figures 502.2(1-6)

(Reason: This change unifies the requirements for al counties within the North Central Texas COG.

Reference to the grgghs isno Ionger needed when the values have been s_pecifi ed.)

**Section 502.2; Add note to Fig 502.2(7):
All counties within the North Central Texas Council of Governments region are designated as within the
area of very heavy termite infestation probability for purpose of uniform interpretation of this requirement.

(Reason: Thisallowsfor uniform interpretation of the map throughout the area of the COG.)
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**Section 502.2.4; Delete prescriptive Tables 502.2.4(1-9) and substitute the following:
**Replace Tables 502.2.4 (1-6) with:
Table502.2.4(1)
Prescriptive Building Envel ope Requirements, Type A-1 Residential Buildings, Based on Window Area as
aPercent of Gross Exterior Wall Area (for zones 5b and 6b)

% Glazing | Maximum Minimum
Glazing Ceiling Exterior Floor Basement Slab Crawl
U-factor R-value | wal R-value wall perimeter space wall
R-value R-value R-value R-value
and depth
<8% 0.70 R-26 R-11 R-11 R-5 R-0 R-6
<12% 0.65 R-26 R-13 R-11 R-5 R-0 R-5
<15% 0.65 R-30 R-13 R-11 R-6 R-0 R-7
<18% 0.52 R-30 R-13 R-19 R-6 R-0 R-7
<20% 0.50 R-38 R-13 R-19 R-6 R-0 R-7
<25% 0.46 R-38 R-16 R-19 R-6 R-0 R-7

** Replace Tables 502.2.4 (7-9) with:
Table502.2.4(2)
Prescriptive Building Envel ope Requirements, Type A-2 Residential Buildings, Based on Window Area as
aPercent of Gross Exterior Wall Area

% Glazing | Maximum Minimum
Glazing Ceiling Exterior Floor Basement Slab Crawl
U-factor R-value | wall R-value wall perimeter space wall

R-value R-value R-value R-value
and depth

<20% 0.55 R-30 R-13 R-11 R-5 R-0 R-6

<25% 0.55 R-30 R-13 R-11 R-5 R-0 R-5

<30% 047 R-38 R-13 R-19 R-7 R-0 R-8

(Reason: This change @) reduces the number of tables to be referenced; b) unifies envelope prescriptive
requirements across all areas within the COG, requiring the more restrictive values of zones 5b or 6b; and
c) eliminates slab edge insulation requirement.)

**Section 503.3.3.3; amend asfollows:

All supply and return-air ducts and plenums installed as part of an HVAC air-distribution system shall be
thermally insulated in accordance with Table 503.3.3.3 or where such ducts or plenums operate at static
pressures greater than 2 in. w.g. (500 Pa) in accordance with Section 503.3.3.4.1.

(Reason: This change clarifies that requirements for higher pressure ducts are given elsewhere. These duct
systems are typically associated with commercially sized equipment. This change will be included in the
IECC 2001 Supplement.)

** Section 503.3.3.4; amend subsections as follows:

503.3.3.4.1 High- and mediumpressure duct systems. All ducts and plenums operating at static pressures
greater than 2 in. w.g. (500 Pa) shall be insulated and sealed in accordance with Section 803.2.8. High
pressure-and-medium pressure dDucts oneratl nq at statlc pressures in excess of 3 |n w.g. (750 Pa) shall be
leak tested in accordance with = andal 3 e
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specific to the duct system shall be clearly indicated on the construction documents in accordance with the
International Mechanical Code.

503.3.3.4.2 Low pressure duct systems. All longitudinal and transverse joints, seams and connections of
low-pressure-supply and return ducts operating at static pressures less than or equal to 2 in. w.g. (500 Pa)
shall be securely fastened and sealed with welds gaskets, mastics (adhesives), mastic-plus-embedded fabric
systems or tapes installed in accordance with the manufacturer's installation instructions. Pressure
classifications specific to the duct system shall be clearly indicated on the construction documents in
accordance with the International M echanical Code.

{Exception is unchanged}

(Reason: These changes, which will be included in the 2001 Supplement to the IECC, are necessary
because the term "low" and "high" have been discontinued by SMACNA. The modification more clearly
delineates the static pressure classification of duct systemsin question.)

** Section 802.2; Replace blank tables 802.2 (1-4) with the completed tables provided on the following
four pages. Deletetables 802.2 (5-37).

(Reason: This change provides a unified set of prescriptive requirementsfor all areaswithin the NCTCOG
area based upon the most restrictive zone's requirements (5b or 6b). The deleted tables are not necessary
after tables 1-4 are completed, and eliminates datairrelevant to the NCTCOG region.)
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TABLE 802.2(1)
BUILDING ENVELOPE REQUIREMENTS

WINDOW AND GLAZED DOOR AREA 10 PERCENT OR LESS OF ABOVE-GRADE WALL AREA

ELEMENT CONDITION/VALUE (Zones 5B,6B)
Skylights (U-factor) 1
Slab or bel ow-grade wall (R-value) R-0
Windows and glass doors SHGC U-factor
PF<0.25 Any Any
0.25<PF<0.50 Any Any
PF>0.50 Any Any
Roof assemblies (R-value) Insulation between framing Continuous insulation
R-19 R-16
All-wood joist/truss R-25 R-17
Metal joist/truss NA R-16
Concrete slab or deck R-25 R-17
Metal purlin with thermal block X R-17
Metal purlin without thermal block
Floors over outdoor air or unconditioned | Insulation between framing Continuousinsulation
space (R-value) R-11 R-6
All-wood joist/truss R-11 R-6
Metal joist/truss NA R-6
Concrete slab or deck
Above-grade walls (R-value) No framing Metal framing Wood framing
Framed
R-value cavity NA R-11 R-11
R-value continuous NA R-0 R-0
CMU, >8in., with integral insulation
R-value cavity NA R-0 R-0
R-value continuous R-0 R-0 R-0
Other masonry walls
R-value cavity NA R-0 R-0
R-value continuous R-0 R-0 R-0
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WINDOW AND GLAZED DOOR AREA OVER 10 PERCENT BUT NOT GREATER THAN 25

PERCENT OF ABOVE-GRADE WALL AREA

ELEMENT

CONDITION/VALUE

Skylights (U-factor)

1

Slab or bel ow-grade wall (R-val ue) R-0

Windows and glass doors SHGCC U-factor
PF<025 0.6 Any
0.25<PF<0.50 0.7 Any
PF>0.50 Any Any

Roof assemblies (R-value) Insulation between framing Continuous insulation

R-25 R-19

All-wood joist/truss R-25 R-20
Metal joist/truss NA R-19
Concrete slab or deck R-30 R-20
Metal purlin with thermal block X R-20

Metal purlin without thermal block

Floors over outdoor air or unconditioned
space (R-value)

I nsulation between framing

Continuous insulation

R-11

R-6

All-wood joist/truss R-11 R-6

Metal joist/truss NA R-6

Concrete slab or deck
Above-grade walls (R-value) No framing Metal framing Wood framing
Framed

R-value cavity NA R-11 R-11

R-val ue continuous NA R-0 R-0
CMU, >8in., with integral insulation

R-value cavity NA R-11 R-11

R-val ue continuous R-5 R-0 R-0
Other masonry walls

R-value cavity NA R-11 R-11

R-val ue continuous R-5 R-0 R-0
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WINDOW AND GLAZED DOOR AREA OVER 25 PERCENT BUT NOT GREATER THAN 40

PERCENT OF ABOVE-GRADE WALL AREA

ELEMENT

CONDITION/VALUE

Skylights (U-factor)

1

Slab or bel ow-grade wall (R-val ue) R-0

Windows and glass doors SHGCC U-factor
PF<0.25 04 0.7
0.25<PF<0.50 0.5 0.7
PF>0.50 0.6 0.7

Roof assemblies (R-value) Insulation between framing Continuous insulation

R-25 R-19

All-wood joist/truss R-25 R-20
Metal joist/truss NA R-19
Concrete slab or deck R-30 R-20
Metal purlin with thermal block X R-20

Metal purlin without thermal block

Floors over outdoor air or unconditioned
space (R-value)

I nsulation between framing

Continuous insulation

R-11

R-6

All-wood joist/truss R-11 R-6

Metal joist/truss NA R-6

Concrete slab or deck
Above-grade walls (R-value) No framing Metal framing Wood framing
Framed

R-value cavity NA R-11 R-11

R-val ue continuous NA R-0 R-0
CMU, >8in., with integral insulation

R-value cavity NA R-11 R-11

R-val ue continuous R-5 R-0 R-0
Other masonry walls

R-value cavity NA R-11 R-11

R-val ue continuous R-5 R-0 R-0
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WINDOW AND GLAZED DOOR AREA OVER 40 PERCENT BUT NOT GREATER THAN 50

PERCENT OF ABOVE-GRADE WALL AREA

ELEMENT

CONDITION/VALUE

Skylights (U-factor)

1

Slab or bel ow-grade wall (R-val ue) R-0

Windows and glass doors SHGCC U-factor
PF<0.25 04 0.7
0.25<PF<050 05 0.7
PF>0.50 0.6 0.7

Roof assemblies (R-value)

Insulation between framing

Continuous insul ation

R-25

R-19

All-wood joist/truss R-25 R-20
Metal joist/truss NA R-19
Concrete slab or deck R-30 R-20
Metal purlin with thermal block R-33 R-20

Metal purlin without thermal block

Floors over outdoor air or unconditioned
space (R-value)

I nsulation between framing

Continuous insulation

R-11

R-6

All-wood joist/truss R-11 R-6

Metal joist/truss NA R-6

Concrete slab or deck
Above-grade walls (R-value) No framing Metal framing Wood framing
Framed

R-value cavity NA R-13 R-11

R-val ue continuous NA R-3 R-0
CMU, >8in., with integral insulation

R-value cavity NA, NA R-11 R-11

R-val ue continuous R-5 R-0 R-0
Other masonry walls

R-value cavity NA R-11 R-11

R-value continuous R-5 R-0 R-0

FTeCtion B0B.2.1 TNterior LIgNtiNg CoNtrols, ad a thira sentence to read.

Large spaces shall have a separate switch or control for each 2500 square feet of floor area.

(Reason: This change is consistent with energy conservation measures in the 4th public review ASHRAE
This "zoning" is especially relevant for after-hours employees in office

90.1 - 1999, Space Control.
spaces.)

** Chapter 9; Replace referenced standard as follows:

and-Addendum-90-16-1993
Energy FEfficient Desion _of New Buildings Except Low-Rise Residential
Buildings -- 1999 Edition

ASHRAE/IES-- 99

(Reason: This adopts the most recent edition of the ASHRAE Standard 90.1 as the reference standard for
commercial construction.)

END
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9.5 Laboratory Response to Proposed NTCOG Amendmentsto 2000 IECC.

December 21, 2001

Mr. John Promise

Director, Environmenta Resources

North Central Texas Council of Governments
P.O. Box 5883

Arlington, TX 76005-5888

Re NCTCOG Regord Amendmantsto IRCIECC
Dear Mr. Promise:

Thank you for your letter of October 11, 2001 requesting that the NCTCOG's recommended regional

amendments to the 2000 International Energy Conservation Code and to Chapter 11 of the 2000
International residential Code be reviewed by the Energy Systems Laboratory pursuant to provisions of

Senate Bill 5, 77" Texas Legislature (R.S).

Severa items in your recommended amendments will require detailed simulation before we will be able to
issue a definitive determination of their impact. We have made progress toward devel oping a standard tool

for these simulations, but anticipate that the process will take several months at least. It has been decided
therefore to conditionally approve the NCTCOG amendments package with exceptions noted, and
reserving judgment on the items requiring simulation. This means that, with minor modifications as noted,
the proposed amendments should result in substantially equivalent energy efficiency results as the
unamended codes. If it is determined on completion of our simulations that further minor modifications are
needed in order to ensure that amendments do not result in less stringency, we will recommend specific
limits at that time.

Items requiring simulation before afinal determination of impact include:

IECC

101.3 -- The laboratory will separately review voluntary peformance testing programs to determine whether
they meet or exceed the |ECC requirements.

302.1 -- Respecting the intent that the overall impact of standardizing the regional requirements (combining
zones 5 and 6 into a single zone) be at or above results of the IECC, and recognizing that uniform standards
will generally improve compliance by reducing confusion, the laboratory will review whether the impact of
increased stringency for zone 5 will exceed the relaxation of the window U-factor for zone 6.

502.1.5 -- The laboratory will review the shading options to determine whether they are equivalent in

impact to an average Solar Heat Gain Coefficient of .4 or lessfor all fenestration products.

502.2 -- The laboratory will review Table 502.2 values to determine whether the standardized values are at
least equivalent inimpact, overall, to the range of valuesin the nomographsin this section.

502.2.4 -- The laboratory will review whether the generally increased stringency of prescriptions for zone 5
will exceed limited applications of relaxed window U-factor for zone 6 (up to 12% glazing area).

IRC

N1101.2.1 -- The laboratory will review the proposed air conditioner efficiency trade-offs to determine if
these will sufficiently offset the higher levels of glazing as was suggested by M ECcheck.

N1102.1 -- The laboratory will review proposed Table N1102.1 to determine additional limitations that

may be needed to maintain the code's stringency. For now, we recommend limiting the application of this
prescriptive table to projects where the cathedral ceiling area is limited to one third or less of the total

ceiling area.

We expect that after simulations have been completed, laboratory determinations on these sections will be
positive or that any adjustments needed will be minor.
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Exceptions taken include the following:

502.1.1 -- The exception to the requirement for a vapor barrier should be limited to your region, instead of
extending to zone 9.

502.2 note g -- The recommendation of equipment inside conditioned space should include "equipment and
ductwork." Thisisnot arequirement.

Chapter 9 -- ASHRAE Standard 62-1989 has been replaced by 62-1999 (Ventilation for Acceptable Indoor
Air Quality), and this reference should be updated along with 90.1.1999.

Sincerely,

Tom Fitzpatrick

Energy/Codes Specialist

cc: Pat Baugh, Chairman-RCCC; Russ Mower, Chairman-BECAB; Kenny Calhoun, NCTCOG; Bahman
Yazdani, ESL; File: SB5/IECC AmendmentsNCTCOG
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